NO00213.AR.000223
NAS KEY WEST
5090.3a

SUPPLEMENTAL RESOURCE CONSERVATION AND RECOVERY ACT FACILITY
INVESTIGATION AND REMEDIAL INVESTIGATION REPORT FOR HIGH PRIORITY SITES
TEXT NAS KEY WEST FL
7/1/1997
BROWN AND ROOT ENVIRONMENTAL




Supplemental RCRA Facility
Investigation and
Remedial Investigation Report

0002

for

Naval Air Station Key West
High-Priority Sites
Boca Chica Key, Florida

Southern Division
Naval Facilities Engineering Command

Contract Number N62467-94-D-0888
Contract Task Order 0007

July 1997

Brown & Root Environmental Revision 2

77777777



Supplemental RCRA Facility
Investigation and
Remedial Investigation Report

for

Naval Air Station Key West
High-Priority Sites
Boca Chica Key, Florida

Southern Division
Naval Facilities Engineering Command

Contract Number N62467-94-D-0888
Contract Task Order 0007

July 1997

Brown & Root Environmental
Revision 2

7046-23PC



AIK-OES$-97-5407

Fl

SUPPLEMENTAL RCRA FACILITY INVESTIGATION
AND
REMEDIAL INVESTIGATION REPORT

NAVAL AIR STATION KEY WEST
HIGH-PRIORITY SITES
BOCA CHICA KEY, FLORIDA

COMPREHENSIVE LONG-TERM
ENVIRONMENTAL ACTION NAVY (CLEAN) CONTRACT

Submitted to:
Southern Division
Naval Facilities Engineering Command
2155 Eagle Drive
North Charleston, South Carolina 29406

Submitted by:

Brown & Root Environmental
661 Andersen Drive
Foster Plaza Vil
Pittsburgh, Pennsylvania 15220

CONTRACT NUMBER N62467-94-D-0888
CONTRACT TASK ORDER 0007

JULY 1997

PREPARED BY: ROVED BY:

s A W-.,
CHUCK BRYAN DEBBIE WROBLEWSKI
TASK ORDER MANAGER PROGRAM MANAGER

BROWN & ROOT ENVIRONMENTAL
AIKEN, SOUTH CAROLINA

BROWN & ROOT ENVIRONMENTAL
PITTSBURGH, PENNSYLVANIA



Rev. 2

07/21/97
TABLE OF CONTENTS
SECTION PAGE
EXECUTIVE SUMMARY ...oiuiiciiiienrimenesenssessenssssassssessesassssssssssssessasssessessmssesssssasssessssssesssssssesesmsssnsmnnsoes ES-1
1.0 INTRODUGCGTION .......occencrsiccienesssssnnsssnnnssnsassssnsssssstesssssesnesessesnsssanssessensanssssnrassasssssesnesonsna 11
1.1 BACKGROUND .......ocoiiticietrenteme ettt ese et e et s e essse e e eneseseesseesesee s e 1-2
1.1.1  Installation Restoration PrOGrami..........c..ccvueeeeiieceeiieseeeeeeeeeee e eeeeeee e e st s eee e 1-2
1.1.2  RCRA/HSWA Corrective ACtion Program..............eccerirereoieeeeeeeeeeeeeeeeeeeese o s 1-2
1.1.3 CERCLA Remedial INVeSHGAtION .........oveveerieeeeee oot 1-3
1.2 INSTALLATION DESCRIPTION. ..ottt et eeeeeestes s eesese e e e s 1-3
1.3 INVESTIGATIVE HISTORY .....orttritetreenieeereeescsteseeeeseeseeseeseees s s s s esesssesss s e sesessens 1-5
1.3.1  Previous INVESHGAtIoNS .........viieecireiee ettt et ee e eee et e e e e et ee e e e 1-5
1.8.2  Current INVESHGAtIONS .....c.ccieieeeeeeti e e s eee e e e s eneae e e se e T 1-7
1.4 SUPPLEMENTAL RFI/RI SCOPE AND OBJECTIVES ...t eeeeeeee e, 1-7
1.4.1  Scope of the Supplemental RFI/RI REPOM..........oceoeeeeeeee oo e 1-7
1.4.2  Project ODJECHVES.......cooiiireie ittt e e ee s e et e e e se e e e s 1-11
1.5 REPORT ORGANIZATION ....oieiiinieeirieeee et eesees e st eeeeseee e seeeeseseees s e s e 1-12
2.0 INVESTIGATION PROCEDURES ........coocoemmrrcrrienrnaeressescmseressessisresssssssssonssnssssssossssssssnssssssons 2-1
2.1 OVERVIEW OF SAMPLING CONDUCTED AND INVESTIGATION PROCEDURES.... 2-1
2.1.1  Sampling CONAUEE.....cuivuiieeeeceeteeeccete et e e e e s et eese e e 2-1
212 INVESHQGALION PrOCEAUIES ......c.ccoirtetiieeteeee ettt ee e e eeeeeeeeeseeme s e se et 2-4
2.2 DATA QUALITY ASSESSMENT .....ooveiieeriieeetereereeeeeecteeeees e sreeeeseesaeseseseesese s s s 2-25
2.3 DATA INTERPRETATION AND PRESENTATION ......ccvemeeeeeeeceeeeeeeeeeeeeeeeeee s 2-25
2.3.1  Data from Analytical RESUIS.......ccouvreiirieieeeiitceee e eeneee et veeeresaseseseesseere s e 2-25
2.3.2  Human Health RisSk ASSESSIMENL .........cueveeveieiceeceeerceeeeee e ee e ee e ese e et 2-26
2.3.3 Ecological Risk ASSESSMENL.......cccevririeririiereeeeemreset s eesteseeeee e sseeseesseesseee e e e eeeenesesaesaes 2-37
24 DETERMINATION OF BACKGROUND LEVELS.......coootreeeeeeeteeeeeeeeeeee e 2-39
3.0 BASE ENVIRONMENTAL SETTING........ccceetrmrriaercrmraninreerseeseessesresssssssssessesssssssnssossessssonssessssses 3-1
3.1 CLIMATE AND METEOROLOGY ....ooueuriirrereeccteectsteeeeeeees e eeevstsseasseese s s eessssses e 3-1
3.2 TOPOGRAPHY ...ttt ettt e s e a e e e e s e et e s esrens s e s 3-1
3.3 SURFACE-WATER HYDROLOGY .....cuoteieeieieeieteecerteseee e e seeeseeeseesssessssessesss e ese s 3-2
3.4 GEOLOGY AND SOUL ..ottt esee e st ee e s s sens e 3-2
3.4.1  Geology of the LOWEr FIONAA KEYS.........ceeuiuieierieeeeeeeeee e ee e eeee e 3-2
BiA.2 BOMS ettt ettt e s et ee e et e s e en et e e e e e eeeesaes 3-3
3.5 HYDROGEOLOGY ...ttt st een et ee e s e se e eee st e 3-3
3.5.1  Hydrogeology and Water Quality of the Surficial AQUIfEr..........oeeveveeveeeeeeereereeeereeeen, 3-3
3.5.2  GrOUNGAWALEE ...ttt etesere ettt e s e s e e e st e eeesens s e e e e e e s s s e s 3-6
3.6 POTABLE WATER SUPPLY ....otiiieeeeerte e eeeeeeteeest s eeee e ee e e easeseene e ses s s s 3-6
3.7 POPULATION AND LAND USE ..ottt eeesstesesesesereeeseeeessoseesesno 37
~ 3.8 ECOLOGY ..ottt ettt st sttt e e et e e e e e e en s an e e s e se s e 3-7
3.8.1  Natural COMMUNITIES ......ccvvierieirenenreeieeieecsecee et eacree et et e e ee e eemeaseseessesrenes e sessseseessa 3-7
382 WIIANE .ttt ettt e e eee e et e st e et e e et e s 3-11
3.8.3 Water Quality @and FiSH .......cccooiimiririreee ettt s e s e 3-12
3.8.4 Endangered and Threatened SPECIES .......ccc.eeeruiieeeieeeeeeeeeee e ere e 3-14
AlK-OES-97-5407 ii CTO 0007



Dav D

ncocv. <
07/21/97

TABLE OF CONTENTS (Continued)
SECTION PAGE
4.0 SOLID WASTE MANAGEMENT UNITS .....cciiminnmtininmineesiiesseemmsnmsirissnsensssssssssssssssnessasssnsssanensasss 4-1
4.1 SWMU 1 - BOCA CHICA OPEN DISPOSAL AREA. ...t 4-1
411 Uit DESCHPHON. c.ceiircceeteeteni sttt a s r s g et n s n e e 4-1
4.1.2 Site-Specific INVeStgatioNS.....c.vivriiee 4-1
4.1.3 RCRA Facility Investigation Rationale .........ccoomeomieniiniieee e 4-5
4.1.4 Geology and Hydrogeology ......ccceeveeieriermerieeneiniens et 4-6
4.1.5 Nature and Extent of Contamination.......cccveeeieiiininniniiinee e 4-9
4.1.6 Contaminant Fate and TranspPOm ... e rerrernrerere s essssstsestessnssssssneaas 4-45
4.1.7 Baseline Human Health Risk Assessment - SWMU T......cocoiiiiiiiciiiminniicneniennes 4-50
4.1.8 Ecological Risk ASSESSMENt.....ccceciiiiimiiiieime s 4-82
4.1.9 Conclusions and Recommendations .......cccoeveeiriimmiericniinieein e eseen s nsansasseanes 4-112
4.2 SWMU 2, BOCA CHICA DDT MIXING AREA .....ccoconmitiiriitircerereeetsieerssiee e 4-114
421 UNit DESCHIPHON. riueeeceecrcerninst ittt st s et ss e s e e or et s s s 4-114
422 Site-Specific INVESHGatioNS ... 4-114
4.2.3 RCRA Facility Investigation Rationale ..., 4-117
4.2.4 Site Geology and Hydrogeology .....cccucuiiiimimiiiniieriie et 4-118
4.2.5 Nature and Extent of Contamination......ccceceveerrerreesciiiiiniiiicereir e 4-119
426 Contaminant Fate and TranSport.........ccccuiirmmrniiee e 4-154
4.2.7 Baseline Human Health Risk Assessment ..o 4-157
4.2.8 Ecological Risk ASSESSMENL......cccciimiriirieiiieriieie et 4-184
4.2.9 Conclusions and Recommendations .....c.cc.ccccrremirieienniiniiiieseese s ssere s s 4-212
4.3 SWMU 3, BOCA CHICA FIRE-FIGHTING TRAINING AREA ... 4-214
4.3.1  UNit DESCHPON.c.ceieeeierceeiecier st r e s e e e s e sm s be s s s s san st 4-214
4.3.2 Site-Specific INVESHIQAtioNS ......coociirimiiiiieeireeer e 4-214
4.3.3 RCRA Facility Investigation Rationale ... 4-218
4.3.4 Site Geology and Hydrogeology ... 4-219
4.3.5 Nature and Extent of Contamination........cccveeeceremrecreniiniisiniierersenciitnene e seeeanncans 4-220
4.3.6 Contaminant Fate and TranSPort....c. i ssrsse s e e s e seses 4-246
4.3.7 Baseline Human Health Risk ASSESSMEN! ......cccvviiiirimmieniiir e 4-249
4.3.8 Ecological Risk ASSESSMENt.....ccvciiiirieiiiiic et 4-271
4.3.9 Conclusions and Recommendations ...........cccceeiriiinminniiinncesinine e 4-289
4.4 SWMU 9, BOCA CHICA JET ENGINE TEST CELL, BUILDING A-969..........ccccvveunnet 4-291
4,41 Unit DeSCHPON..c.eticieitee e renr e rer it s s sre s e s r e e b e s amt et e 4-291
4.4.2 Site-Specific INVestigationS ... 4-293
4.4.3 RCRA Facility Investigation Rationale .............ooiiiimieniiiincree 4-295
4.4.4 Site Geology and Hydrogeology .........cceieuirmrrrmenteeiaiei e sn st 4-295
4.4.5 Nature and Extent of Contamination........ccccecceviieineiiiinniiiciiiceees e, 4-296
4.4.6 Contaminant Fate and Transpor.......cccocviccrirmiennecriter it beesr s e s e snnnean s 4-328
4.4.7 Baseline Human Health Risk Assessment .........ccooovvvviivimriirin s 4-332
4.4.8 Ecological Risk ASSESSMENT ..ot s 4-356
4.4.9 Conclusions and Recommendations ........ccooeiiiiiiiiiiniiiinnieniriire e sienierereer e 4-372
REFERENCES ......ueomciieetresesserersossesssnsasmssnesissssstsssnstasassssassses iesssnsessastsesssstessansnsssassanssassnessonsnnssasannnssonnsones R-1
fii CTO 0007

AIK-OES-97-5407



APPENDICES

AECTIOMMO OB

AIK-OES-97-5407

Rev. 2
07/21/97

TABLE OF CONTENTS (Continued)

HUMAN HEALTH RISK ASSESSMENT SUPPORTING DOCUMENTATION
ECOLOGICAL SAMPLING TECHNICAL MEMORANDUM

FISH COLLECTION REPORT TO FLORIDA DEPARTMENT OF ENVIRONMENTAL
PROTECTION

ECOLOGICAL TOXICITY PROFILES

DOSE CALCULATIONS FOR THE LOWER KEYS MARSH RABBIT
TOXICOLOGICAL EVALUATION OF SURFACE WATER AND SEDIMENT SAMPLES
FIELD PROCEDURES

AMENDMENTS AND DEVIATIONS TO THE SAMPLING AND ANALYSIS PLAN
BORING LOGS

DRAFT BACKGROUND REPORT BOCA CHICA KEY

FIELD DATA FORMS AND SURVEYING DATA

Second Notebook

VOLUME 1 - ANALYTICAL DATA

Third Notebook
VOLUME 2 - ANALYTICAL DATA

Fourth Notebook

VOLUME 3 - ANALYTICAL DATA

Fifth Notebook

DATA VALIDATION DOCUMENTATION

Sixth Notebook
RESPONSES TO COMMENTS AND SUMMARY OF REVISIONS

iv CTO 0007



Rev. 2

07/21/97
TABLE OF CONTENTS (Continued)
TABLES

NUMBER PAGE
1-1 Installation Restoration Program SHES......c.covirriiienininninc s 1-8
1-2 Status of Interim Remedial ACHONS ......uvecieriiereer ettt re s es s s rr s sse s et 1-10
2-1 Well Installation and Environmental Sampling Programs Supplemental RFI/RI........c.ccoococene 2-4
2-2 Summary of NAS Key West Sample ANalySeS .....c.coovveierriniiinii 2-5
2-3 Applicable or Relevant and Appropriate Requirements (ARARs) and Screening Action

Levels (SALS) FOF SOl .c.eeuiriiiiiiiint e 2-27
2-4 Applicable or Relevant and Appropriate Requirements (ARARs) and Screening Action

Levels (SALS) for SEAIMENt ......coeiiieiiriienee s e 2-30
2-5 Applicable or Relevant and Appropriate Requirements (ARARs) and Screening Action

Levels (SALS) fOr SUMace WALET .......coveieriieieninie et 2-33
2-6 Applicable or Relevant and Appropriate Requirements (ARARS) and Screening Action

Levels (SALS) fOr GroUNGWALET ........cvvieietemin st 2-35
2-7 Ranking of 12 Sites Based on RFI/RI Preliminary Screening of Ecological Risk

Supplemental RFI/REWOIKPIAN ..ot 2-38
3-1 Endangered and Threatened Animal Species Known to Occur at NAS Key West

(FNAL T94) ..ottt e e s s a SR b st 3-15
3-2 Endangered and Threatened Plant Species Known to Occur at NAS Key West (FNAI, 1994).. 3-16
4-1 Contaminants Detected in Subsurface Soil at SWMU 1 ..o 4-10
4-2 Contamination Detected in Surface Soil at SWMU ... oo 4-11
4-3 Contaminants Detected in Sediment at SWMU 1 ..o 4-21
4-4 Contaminants Detected in Surface Water at SWMU 1 ... 4-28
4-5 Contaminants Detected in Groundwater at SWMU 1 ... 4-32
4-6 Preliminary Risk Evaluation - Carcinogenic Effects SWMU 1 ..o, 4-51
4-7 Preliminary Risk Evaluation - Noncarcinogenic Effects SWMU ..o 4-52
4-8 Occurrence, Distribution, and Selection of COPCs inorganics in Surface Soil

SWIMU Tooiriereeeeeeeeeeeteieeeteesseesesesses st ss s senssaaeanteseeaaaseanre s sene e hteesabssar et oaaraasbaeeasnsnaaseranabaesrntanns 4-55
4-9 Occurrence, Distribution, and Selection of COPCs Organics in Surface Soil

SWMU Tt eee ettt et eses e ee e e tesesaseeeaa st e raa s eaeas e e s aeaseesasabe s e s a s s e s b ab e b e s b bn e e e s benssanssnnaennsannnas 4-56
4-10  Occurrence, Distribution, and Selection of COPCs inorganics in Subsurface Soil

LNV LY I T PRSPPI 4-58
4-11  Occurrence, Distribution, and Selection of COPCs inorganics in Sediment

SWIMU T ee e eeeeteeeeeeeeeeeseesasseassessnseesstasas e s e e s amt e amtaseesaenseresmeiobes soanenass e e s ansessraesansnesnsteranstesn 4-60
4-12  Occurrence, Distribution, and Selection of COPCs Organics in Sediment

SWIMU T ereiceeeeeeeet et seteeseseesesr e be s e aseastessans e e eesaat e e s ee s n e s e ee s b e bs s bes s b e n e s s b er ko R enasensabessaraaneanneanas 4-61
4-13  Occurrence, Distribution, and Selection of COPCs inorganics in Surface Water

SWMU T .eeeceeeeeeeeeeeeeieretesstnsassneesessseassteeeaasaeeraasasasamnessastessabs e st st e e s AR e e ae st n s s e ranesaasantesaanneess 4-63
4-14  Occurrence, Distribution, and Selection of COPCs Organics in Surface Water

SWMU T eeeeeeeeeeete ettt s estessebr e s e s s e eansteeeasse e eassaassassmaessant e s s s e st oe i e b e s e s bs s e n s san e s e s samsea s mnesananreas 4-64
4-15  CUMUIBHVE RISKS ..eeeeeiiieieeeeiireerimriereesisinetesecssareaseesaasnrietasssssantaras s abasnsaanesa s senanaessanssassnnnranesas 4-67
4-16  Occurrence, Distribution, and Comparison to MCLs and Tap Water RBCs

Inorganics in Groundwater SWMU 1 ... 4-71
4-17  Occurrence, Distribution, and Comparison to MCLs and Tap Water RBCs

Organics in Groundwater SWIMU 1 ... 4-72
4-18 To Be Considered RGO Criteria for Soils/Sediment at SWMU 1 ... 4-78
4-19  To Be Considered RGO Criteria for Surface Water at SWMU 1 ..o 4-78
4-20 RGOs Developed for Protection of Future Resident Exposure to Surface Soil at

SWIMU Tt eeeeee e s e e sse s e aae e e s s e st e s seme e e e e see s e e re e smr e s esboab e s b e e s an s s be e s amn s e st e naanneassaeaasneass 4-79

AIK-OES-97-5407 v CTO 0007



07/21/97
TABLE OF CONTENTS (Continued)
TABLES

NUMBER PAGE
4-21  This Table NO LONGEr NEEAGA......c.ooiiiiie e 4-79
4-22  RGOs Developed for Protection of Future Resident - Exposure to Sediment

(Recreational Use) - SWIMU 1. ... 4-80
4-23  RGOs Developed for Protection of Future Resident - Exposure to Surface Water

(Recreational Use) - SWIMU 1 ... e 4-81
4-24  Summary Statistics for All Analytes Detected in Fish Collected at SWMU 1

During January 1996, Compared to Values in Fish Collected During the

Same Period From Background SIHES ........ooiiiiiiii e 4-89
4-25  Contaminant Concentrations in Fish Tissue Protective of Piscivorous Receptors.................... 4-91
4-26  Ecological Contaminants of Potential Concern in Groundwater - SWMU 1 ... 4-94
4-27  Ecological Contaminants of Potential Concern in Surface Water - SWMU 1 ... 4-97
4-28  Ecological Contaminants of Potential Concern in Sediment - SWMU 1 ...........oooiiiiiiveen, 4-98
4-29  Ecological Contaminants of Potential Concernin Soil - SWMU 1 ... 4-100
4-30  Ecological Contaminants of Potential Concern in Terrestrial Plants - SWMU 1....................... 4-102
4-31  Major Contributors to Risk for The Lower Keys Marsh Rabbit Maximum Soil

Contaminant Concentration Scenario - SWMU 1 ..o, 4-105
4-32  Major Contributors to Risk for Lower Keys Marsh Rabbit Mean Soil Contaminant

Concentration Scenario - SWIMU 1. e, 4-105
4-33  Toxicity Test Results - SWIMU ... 4-106
4-34  Metal Concentrations in Earthworm Tissue (mg/kg Wet Weight) SWMU 1 and

BaCKGrOUNG SIBS ..ottt ettt ettt e 4-107
4-35 Contaminants Detected in Subsurface Soilat SWMU 2. 4-121
4-36  Contaminants Detected in Surface Soil at SWMU 2...........oooiiiii e 4-122
4-37  Contaminants Detected in Sedimentat SWMU 2 ... 4-133
4-38  Contaminants Detected in Surface Waterat SWMU 2. 4-141
4-39  Contaminants Detected in Groundwater at SWMU 2 ... 4-144
4-40  Preliminary Risk Evaluation - Carcinogenic Effects..........c....occoooiiiiiiiii e .. 4-159
4-41  Preliminary Risk Evaluation - Noncarcinogenic Effects ..o 4-160
4-42  Occurrence, Distribution, and Selection of COPCs inorganics in Surface Soil

SV 2. ettt e h 2o b e et et et 4-162
4-43  Occurrence, Distribution, and Selection of COPCs Organics in Surface Soil

SV MU . ettt ettt et e et 4-163
4-44  Occurrence, Distribution, and Selection of COPCs inorganics in Subsurface Soil

SWWIMU 2.ttt ettt 4-164
4-45  Occurrence, Distribution, and Selection of COPCs Organics in Subsurface Soil

SV MU 2. e ettt e e 4-165
4-46  Occurrence, Distribution, and Selection of COPCs inorganics in Sediment

SWVMU 2.t e ettt e rta e ettt et e be e e st e eme e e esse s s e ema e s ente e e e e e e s e et e s seeeeeee e 4-167
4-47  Occurrence, Distribution, and Selection of COPCs Organics in Sediment

SWWIMU 2. ettt ettt et e et e 4-168
4-48  Occurrence, Distribution, and Selection of COPCs inorganics in Surface Water

SWVIMU 2. e ettt et ettt e et et 4-169
4-49  Occurrence, Distribution, and Selection of COPCs Organics in Surface Water

SV 2. ettt e e b e et e e e 4-170
4-50  CUMUIAHVE RISKS ...ocoiii ittt ettt 4-173
4-51  Occurrence, Distribution, and Comparison to MCLs and Tap Water RBCs

Inorganics in Groundwater SWIMU 2 ..ot 4-177

Rev. 2

AlK-OES-97-5407 vi ' CTO 0007



TABLE OF CONTENTS (Continued)

TABLES

NUMBER
4-52  Occurrence, Distribution, and Comparison to MCLs and Tap Water RBCs

Organics in Groundwater SWMU 2 ...
4-53  To Be Considered RGO Ciriteria for Scils/Sediment SWMU 2 ...
4-54  To Be Considered RGO Criteria for Surface Water SWMU 2 ...
4-55 RGOs Developed for Protection of Future Resident - Exposure to Surface

SO0 - SWWIMU 2 oottt et e ettt e et e b bt et
4-56 Summary Statistics for All Analytes Detected in Fish Collected at SWMU 2

During January 1996, Compared to Values in Fish Collected During the Same

Period From Background SIteS........oooiirieriieccc e
4-57  Ecological Contaminants of Potential Concern in Groundwater - SWMU 2 .................
4-58  Ecological Contaminants of Potential Concern in Surface Water- SWMU 2 ................
4-59  Ecological Contaminants of Potential Concern in Sediment-SWMU 2 ........................
4-60  Ecological Contaminants of Potential Concern in Soil - SWMU 2 ...
4-61 Ecological Contaminants of Potential Concern for Terrestrial Plants - SWMU 2...........
4-62  Major Contributors to Risk for Lower Keys Marsh Rabbit Maximum Soil

Contaminant Concentration Scenario - SWMU 2 ...
4-63  Major Contributors to Risk for Lower Keys Marsh Rabbit Mean Soil Contaminant

Concentration Scenario - SWMU 2. ... e
4-64  Toxicity Test Results - SWMU 2.
4-65  Fish Collected By Gill Nets During January 1996...............c.oi
4-86  Contaminants Detected in Surface Soil -SWMU 3 ... .
4-67 Contaminants Detected in Subsurface Soil - SWMU 3.,
4-68 Contaminants Detected in Sediment - SWMU 3.
4-69  Contaminants Detected in Surface Water - SWMU 3.
4-70 Contaminants Detected in Groundwater - SWMU 3 ...
4-71  Preliminary Risk Evaluation - Carcinogenic Effects - SWMU 3 ...
4-72  Preliminary Risk Evaluation - Noncarcinogenic Effects - SWMU 3 ...

4-73  Occurrence, Distribution and Selection of COPCs Organics in Surface

SO0l - SWIMU 3 e

4-74  Occurrence, Distribution and Selection of COPCs Inorganics in Surface

SO0l - SWIMU 3 oo e

4-75  Occurrence, Distribution and Selection of COPCs Organics in Subsurface

SO0l - SWIMU B e e

4-76  Occurrence, Distribution and Selection of COPCs Inorganics in Subsurface

SOl = SWIMU 3 o

4-77  Occurrence, Distribution and Selection of COPCs Inorganics in

SedimeEnt - SWWIMU B .o e

4-78  Occurrence, Distribution and Selection of COPCs Organics in

SadimeEnt - QWM B e

4-79  Occurrence, Distribution and Selectlon of COPCs Inorganics in Surface

Water - SWIMU B ettt e e sttt e e et ee e e e s et e ar e e s e e et e
4-80  Occurrence, Distribution and Selection of COPCs Organics in Surface

VAt - SV B ettt e e e et et b a e e
4-81  Cumulative RiSkS - SWMU 3 ...t
4-82  Occurrence, Distribution and Comparison to MCLs and Tap Water RBCs -

Inorganics in Groundwater - SWMU 3 ...
AIK-OES-97-5407 vii

Rev. 2
07/21/97

CTO 0007



Rev. 2

07/21/97
TABLE OF CONTENTS (Continued)
TABLES

NUMBER PAGE
4-83  Occurrence, Distribution and Comparison to MCLs and Tap Water RBCs -

Organics in Groundwater - SWMU 3 ..ot s e ren e ee st s e te s 4-269
4-84  Summary Statistics for All Analytes Detected in Fish Collected at SWMU 3

During January 1996, Compared to Values in Fish Collected During the Same

Period From BacKgroUNd SItES........ouviiiieiiciieieieercrriiee s s sccmnresccsesmseeeesesseessbnaesesssse s ssnessaeses 4-277
4-85 Ecological Contaminants of Potential Concern in Groundwater - SWMU 3........ccccoovvreveenenen. 4-281
4-86 Ecological Contaminants of Potential Concern in Surface Water - SWMU 3..........cccocceeemeen..e. 4-283
4-87  Ecological Contaminants of Potential Concern in Sediment - SWMU 3 .......cccccovvevriimvenninnens 4-284
4-88  Ecological Contaminants of Potential Concern in Soil - SWMU 3 .......oooiiceiiiiirierieecreeee e 4-285
4-89  Toxicity Test ReSUS - SWMU B.....ooiiieiircrresenrcee e srtseee s s e eesns e eben s ns essresssaesssaa s 4-287
4-90  Contaminants Detected in Surface Soil at SWMU 9.......oociiieiviimrececeee et 4-299
4-91  Contaminants Detected in Subsurface Soil at SWMU 9......c.ociiiiirccieieeceereeee e 4-302
4-92  Contaminants Detected in Sediment at SWMU Q......ccoriiiiiirieceneccrere et 4-308
4-93  Contaminants Detected in Surface Water at SWMU 9 .......coooer it 4-312
4-94  Contaminants Detected in Groundwater at SWMU 9 .......cocoviieiiiiecccieeeceeecee e, 4-315
4-95  Preliminary Risk Evaluation - Carcinogenic Effects SWMU 9 .._......cccoiiiiicrieecereeee 4-333
4-96  Preliminary Risk Evaluation - Noncarcinogenic Effects SWMU 9.........ovvvecvirvicvrvvinnvevccienn, 4-334
4-97  Occurrence, Distribution and Selection of COPCs Inorganics in Surface Soil

SWIMU Gttt st sttt s e e st e s me s s et e sbesne s ee e ntannessaseesseesbeansesnbesasanses 4-337
4-98  Occurrence, Distribution and Selection of COPCs Organics in Surface Soil

SWIMU Gttt rre e e st s e e st s b e s s rae e s e e st e st e s s e e shsasensaessassantassrenesantessnnssnsssesons 4-338
4-99  Occurrence, Distribution and Selection of COPCs Inorganics in Subsurface Soil

SWMU .t e et e s ettt se e s e s rae e s e e e s s et e s s renerase s reenerassasasne s nbanraes 4-339
4-100 Occurrence, Distribution and Selection of COPCs Organics in Subsurface Soil

SWIMU 9.ttt s e e s et e e s e ae e s e e st e e s sa s pebae e st e ntasansatssannesensanrans 4-340
4-101 Occurrence, Distribution and Selection of COPCs Inorganic in Sediment SWMU 9................ 4-342
4-102 Occurrence, Distribution and Selection of COPCs Organics in Sediment SWMU 9 ................ 4-343
4-103 Occurrence, Distribution and Selection of COPCs Organics in Surface Water

SWIMU Gttt r e et en e s bt e s r e s ave e e e s be e e s e e sube e e s see v snerasveeanns 4-344
4-104 OQOccurrence, Distribution and Selection of COPCs Inorganics in Surface Water

SWIMU 9.ttt et et sttt e st e e e et e e e e e st srseaba e evnseassas s anesaee e st enseesanerssennns 4-345
4-105 Cumulative RiSks SWMU D......coiiiiriiiireerctnireserenreresesinesesessseesssssee e s seesssesnnessnsmnesessensaens 4-347
4-106 Occurrence, Distribution and Comparison to MCLs and Tap Water RBCs

Inorganics in Groundwater SWMU 9 ... e srres s ae e s ar e raes 4-351
4-107 Occurrence, Distribution and Comparison to MCLs and Tap Water RBCs

Organics in Groundwater SWMU 9 .......oiiiiriiirccr st srnrtscreeresre s s e eeee e e s e resbessensessnseenas 4-352
4-108 Concentrations of Analytes Detected in Mangrove Oysters Collected at SWMU 9

During January 1996, Compared to Values in Mangrove Oysters Collected During the Same

Period From Background Site No. 3 All Values are

Milligrams Per Kilogram (DPM).....c.ccuiciccmirecrcrieroriesresereariaeesessenasassessssesssessssssessasssensressessers ... 4-362
4-109 Ecological Contaminants of Potential Concern in Groundwater SWMU 9.............cccovuene. . 4-364
4-110 Ecological Contaminants of Potential Concern in Surface Water SWMU 9..........cccceeeeenrreene. 4-366
4-111 Ecological Contaminants of Potential Concern in Sediment SWMU 9 ........ccovierivenieccneene. 4-367
4-112 Ecological Contaminants of Potential Concern in Soil SWMU 9.......cccccoieicciiieccicieee e 4-368
4-113 Toxicity Test Results - SWIMU Q. ... iiiiiirrieiescrenseecee s sceee e veeescteeses s ssessessneaessimes 4-370

AIK-OES-97-5407 viii CTO 0007



Dayv 2

07/21/97
TABLE OF CONTENTS (Continued)
FIGURES

NUMBER PAGE
1-1 Facility Location Map NAS Key WESt ... 1-4
1-2 NAS Key West Installation Restoration and Background Sites. .......ccocvinenniiicnininn 1-9
2-1 NAS Key West High Priority Installation Restoration Sites ..o 2-2
2-2 Soil Boring/Sample Locations SWMU ... 2-9
2-3 Sediment Sample Locations SWMU 1. 2-10
2-4 Surface-Water and Biota Sample Locations SWMU 1., 2-11
2-5 Monitoring Well Locations SWMU 1 ...ttt 2-12
2-6 Soil Boring/Sample Locations SWMU 2. 2-13
2-7 Sediment Sample Locations SWMU 2.t 2-14
2-8 Surface-Water and Biota Sample Locations SWMU 2.........cooiniiiiiiiniinnieiines 2-15
2-9 Monitoring Well Locations SWMU 2 ... 2-16
2-10  Soil Boring Locations SWMU 3.ttt e 2-17
2-11  Sediment Sampling Locations SWMU 3.t 2-18
2-12  Surface-Water and Biota Sampling Locations SWMU 3........c.ccooviimiiciiiin e 2-19
2-13  Monitoring Well Locations SWMU 3 ...t 2-20
2-14  Soil Boring/Sample Locations SWMU ..ot 2-21
2-15  Sediment Sample Locations SWMU Q... e 2-22
2-16  Surface Water and Biota Sampling Locations SWMU 9........cccevimimmnniiniees 2-23
2-17  Monitoring Well Locations SWMU 9 .......eiiiiiiiiin et 2-24
3-1 Geologic Cross-Section of The Florida Keys.......ciiiniic e 3-4
3-2 Boca Chica KeY S0ilS...ccciecerercrccriinisiisiiii ettt 3-5
4-1 Site Location Map SWMU 1 ...ttt b as s sne s e s e s e ns s ansen s e ssans 4-2
4-2 Groundwater Flow and Elevations SWMU ...ttt e teseasis s ne e es e 4-8
4-3 Surface Soil Chemical Concentrations for Selected COIs - SWMU 1 ....oooviiiiniininiiicniienene. 4-17
4-4 Sediment Chemical Concentrations for Selected COls - SWMU 1 ...t 4-25
4-5 Surface-Water Chemical Concentrations for Selected COIs - SWMU 1 ....cooviiviiiiiiiniiiiiciniens 4-30
4-6 1986 Groundwater Chemical Concentrations for Selected COls - SWMU 1.........c.cconvvnivnninnnn. 4-38
4-7 1990 Groundwater Chemical Concentrations for Selected COls - SWMU T.....cooeiiiiniinnnnnees 4-39
4-8 1993 Groundwater Chemical Concentrations for Selected COls - SWMU 1.........cooiiiivveninnnn. 4-40
4-9 1996 Groundwater Chemical Concentrations SWMU 1 ...t 4-41
4-10  Habitats at SWMU-1 Open Disposal Area.........cooivicvciniiiniiierinerse e nsnessne s 4-84
4-11  Conceptual Site Model - SWMU 1 ..ot 4-87
4-12  Site Location Map SWMU 2.......c i es st ens s 4-115
4-13  Groundwater Flow and Elevations SWMU 2........cruereiiiiiiiiic s 4-120
4-14  Surface Soil Pesticide Concentrations for Selected COls - SWMU 2........cccovvvviiniiniinnninnnnnn. 4-128
4-15  Surface Soil inorganic Contaminant Concentrations for Selected COls - SWMU 2.................. 4-129
4-16  Subsurface Soil Chemical Concentrations for Selected COIs - SWMU 2 ......coocoreiiiriniienen. 4-130
4-17 1993 Sediment Chemical Concentrations for Selected COls - SWMU 2 .......c.occovivviniinnnnnn. 4-136
4-18 1995 Sediment Chemical Concentrations for Selected COls - SWMU 2 ........cooiiiiiviiriireinnnns 4-137
4-19 1996 Sediment Chemical Concentrations for Selected COls - SWMU 2 .......cccoiriiiiiiiicninennn 4-138
4-20  Surface-Water Chemical Concentrations for Selected COls - SWMU 2 .....cocniviiiiniciinnnnnne 4-142
4-21 1990 Groundwater Chemical Concentrations for Selected COls - SWMU 2..........ccoiiiennnnnes 4-148
4-22 1993 Groundwater Chemical Concentrations for Selected COls - SWMU 2........ccccovrvniinnnnnes 4-149
4-23 1996 Groundwater Chemical Concentrations for Selected COls - SWMU 2...........cccoviiuenenn. 4-150
4-24  Habitats at SWMU 2 DDT MiXiNg Ar€a...c.cceicemreiiiiieiiii it e ne e sane e 4-185
4-25  Conceptual Site MOEl.....c..ccovmriiiii e 4-188
4-26  Site Location Maps - SWMU 3........ ittt st e s e e 4-215

AIK-OES-97-5407 ix CTO 0007



Rev. 2

07/21/97
TABLE OF CONTENTS (Continued)
FIGURES

NUMBER PAGE
4-27  Groundwater Flow and Elevations - SWMU B ...t eeer e e e e nvan s 4-221
4-28  Soil Chemical Concentrations for Selected COls - SWMU 3....cccooeviivieireeiiice e 4-226
4-29  Sediment Chemical Concentrations for Selected COls - SWMU 3 ......ooomiiciiiiiiiiimiereier s 4-231
4-30 Surace Water Chemical Concentrations for Selected COIls - SWMU 3.....c.eviereviiiceieeeenn, 4-236
4-31 1990 Groundwater Chemical Concentrations for Selected COls - SWMU 3....c.ccoveeeiirimrenenee. 4-241
4-32 1993 Groundwater Chemical Concentrations for Selected COls - SWMU 3....ccccvvvivvrevneeeennn. 4-242
4-33 1996 Groundwater Chemical Concentrations for Selected COls - SWMU 3.......ccocovevennnnnnne. 4-243
4-34  Habitats at SWMU 3 Fire-Fighting Training Ar€a.......ccceeirvcrireenieniireeseesinnecoreeessesssessesseenns 4-273
4-35  Conceptual Site Model - SWMU 3 ...ttt erraree s rr e seenee s et s e sas s e s raeeeeaens 4-276
4-36 Site Location Map SWMU 9. iiiriicrrcciiienectneserecrrereeseasessante s e ssne e s s s eaessbesseessens snnnnns 4-292
4-37  Groundwater Flow and Elevations - SWMU O ... ees e e 4-297
4-38  Surface Soil Chemical Concentrations for Selected COls - SWMU 9.....coeeveevivviiireieeverecereeneeen, 4-304
4-39  Subsurface Soil Chemical Concentrations for Selected COls - SWMU 9 .......ceeevririivrievvnnnnnn. 4-305
4-40  Sediment Chemical Concentrations for Selected COIs - SWMU 9 .....ceiviiiceiiiieriirececcrecee . 4-310
4-41  Surface-Water Chemical Concentrations for Selected COls -SWMU 9 .......ccoovcevviriveciiniiirennen. 4-314
4-42 1994 Groundwater Chemical Concentrations for Selected COls -SWMU 9............cocecvvureenenn. 4-323
4-43 1995 Groundwater Chemical Concentrations for Selected COIs -SWMU 9........ccoooorimriinnenns 4-324
4-44 1996 Groundwater Chemical Concentrations for Selected COls -SWMU 9........c.cooeveeieiiivennn. 4-325
4-45  Habitats at SWMU 9 Jet Engine Test Cell ...t 4-357
4-46  Conceptual Site Model SWIMU 9 ... eircerrecn vt eecre e st rae et essene st e sssaesssseesessnosses 4-360

AIK-OES-97-5407 X CTO 0007




AA
ABB
ABSEFF
ACGIH
AIMD
AOC
AL
APHA
ARAR
AST
ASTM
ATSDR
AVS
AWQC

BB&L
BCF
BEI
BHC
BLS

B&R Environmental

BTAG
BTEX
BTV

CAL
CAMP
CAPCOA
CAR
CERCLA

CFR
CLEAN
CLP
cm
CMS
cm/sec
CNS
CcOC
COPC
CRDL
CWA

DAD
DCA
DCB
DCE
DCP
DDD

AIK-OES-97-5407

Rev. 2
07/21/97

LIST OF ACRONYMS AND ABBREVIATIONS
NAS KEY WEST SUPPLEMENTAL RFI/RI

Atomic Absorption

ABB Environmental Services, inc.

Absorption efficiency

American Conference of Governmental Industrial Hygienists
Aircraft intermediate Maintenance Department
area of concern

action level

American Public Health Association

applicable or relevant and appropriate requirement
aboveground storage tank

American Society for Testing and Materials

Agency for Toxic Substances and Disease Registry
acid volatile sulfide

ambient water quality criteria

Blasland Bouch & Lee

bioconcentration factor

Bechtel Environmental, Inc.

benzene hexachloride

below land surface

Brown & Root Environmental

BioTechnical Assistance Group

benzene, toluene, ethylbenzene, and xylene
benchmark toxicity value

corrective action level

Corrective Action Management Plan

California Air Pollution Controi Officers Association

Contamination Assessment Report

Comprehensive Environmental Response, Compensation, and
Liability Act of 1980

Code of Federal Regulations

Comprehensive Long-Term Environmental Action, Navy

Contract Laboratory Program

centimeter

Corrective Measures Study

centimeters per second

central nervous system

chemical of concern

chemicals of potential concern

contract-required detection limit

Clean Water Act

dermally absorbed dose
dichloroethane
dichlorobenzene
dichloroethene

dichloropropane
dichlorodiphenyi dichloroethane

A-1 CTO 0007



DDE
DDT
DI
DO
DOD
DOT
DQO

EC
ECG
ECPC
ECC
EPA
ERA
ER-L
ER-M
ESA
ESI
ET
eV

FAC
FDA
FDEP
FGFWFC
FID
FIFRA
FKAA
FNAI
FOC
FOL
FOSL
FS
FSWQS
fuft
FWS

GC
GC/MS
Gl
gpd/ft?‘
GPS
GwW

HEAST
HHRA
HI

HQ
HSA
HSWA

IARC
IAS

AIK-OES-97-5407

Rev. 2
07/21/97

dichlorodipheny! dichloroethylene
dichiorodiphenyl trichloroethane

deionized

dissolved oxygen

United States Department of Defense
United States Department of Transportation
Data Quality Objectives

electrical conductivity

electrocardiograph

ecological contaminants of potential concern
ecological contaminants of concern

United States Environmental Protection Agency
Ecological Risk Assessment

Effect Range-Low

Effect Range-Medium

Endangered Species Act

EnviroSystems, Incorporated

ecological threshold

electron-volt

Florida Administrative Code

Florida Department of Agriculture and Consumer Services
Florida Department of Environmental Protection

Florida Game and Fresh Water Fish Commission

flame ionization detector

Federal insecticide, Fungicide, and Rodenticide Act
Florida Keys Aqueduct Authority

Florida Natural Areas Inventory

fractional organic carbon

Field Operations Leader

Finding of Suitability to Lease

Feasibility Study

Florida Surface Water Quality Standards

foot per foot

Fish and Wildlife Service (U.S. Department of the Interior)

Guidance Concentration

gas chromatography/mass spectrometry
gastrointestinal

gallons per day per square foot

Global Positioning System

groundwater

Health Effects Assessment Summary Tables
human health risk assessment

Hazard Index

hazard quotient

hollow stem auger

Hazardous and Solid Waste Amendments

international Agency for Research on Cancer
Installation Assessment Study

A-2 : CTO 0007



(In]}

it =

IDW

IEUBK

IR

IRA

IRIS

IRP

IT Corporation

LCS
LNAPL
LOAEL
LOEL

m
MCL
MDL
meq/g
mg/L
mg/kg
mS/cm
pg/dL

Hg/L
Hg/kg
MGD
MS
MSD
MSL

NAAQS
NACIP
NAS
NAVFACENGCOM
NCI
NCP
NEESA
NFA
NPL
NOAA
NOAEL
NOEL
NTP
NTUs

OME
ORNL
OSHA
OSWER
OVA

PAH
PCB
PCE
PID

AIK-OES-97-5407

Rev. 2

07/21/97

instrument detection limit
investigation-derived waste

integrated Exposure and Uptake Biokinetic
Installation Restoration

Interim Remedial Action

Integrated Risk Information System
Installation Restoration Program

International Technology Corporation

laboratory control sample

light nonaqueous phase liquids
Lowest-Observed-Adverse-Effect-Level
l.owest-Observed-Effect-Level

meter

maximum contaminant level
method detection limit
milliequivalent per gram
milligrams per liter
milligrams per kilogram
millisiemens per centimeter
micrograms per deciliter
micrograms per liter
micrograms per kilogram
million gallons per day
matrix spikes

matrix spike duplicates
Mean Sea Level

National Ambient Air Quality Standard

Naval Assessment and Control Installation Pollutants Program
Naval Air Station

Naval Facilities Engineering Command-Southern Division
National Cancer Institute

National Contingency Plan

Naval Energy and Environmental Support Activity

no further action

National Priority List

National Oceanic and Atmospheric Administration
No-Observed-Adverse-Effect-Level
No-Observed-Effect-Level

National Toxicology Program

nephelometric turbidity units

Ontario Ministry of the Environment

Qak Ridge National Lab

Occupational Safety and Health Administration
Office of Solid Waste and Emergency Response
organic vapor analyzer

polynuclear aromatic hydrocarbon
polychlorinated biphenyl
tetrachloroethene

photoionization detector

A-3 CTO 0007



PM
PNA
ppb
ppm
ppt
PQLs
PRE

QA
QAPP
QC

RAC
RAGS
RBC
RCRA
RDA
RFA
RfC
RfD
RFI
RFURI
RGO
RI
RI/FS
RPD
RPRG
RTECS

SAL
SAP
SARA
SB
SCG
SDWA
SF
SMDPs
SOP
SOW
SPT
SQB
sQC
SS
SSC
SVOC
SW
SWMU

TAL
TBC
TCA
TCDD
TCE
TCL

AIK-OES-97-5407

Rev. 2
07/21/97

particulate matter
polynuclear aromatic

parts per billion

parts per million

parts per thousand
practical quantitation limits
Preliminary Risk Evaluation

quality assurance
Quality Assurance Project Plan
quality control

Remedial Action Contractor

Risk Assessment Guidance for Superfund
risk-based concentration

Resource Conservation and Recovery Act
recommended dietary allowances

RCRA Facility Assessment

reference concentration

reference dose

RCRA Facility Investigation

RCRA Facility Investigation/Remedial investigation
remedial goal option

Remedial Investigation

Remedial Investigation and Feasibility Study
relative percent difference

residential/preliminary remediation goal

Registry of Toxic Effects of Chemical Substances

screening action level

Sampling and Analysis Plan

Superfund Amendments and Reauthorization Act
soil boring

soil cleanup goals

Safe Drinking Water Act

Slope Factor

Scientific/Management Decision Points
standard operating procedure
statement of work

standard penetration test

sediment quality benchmark

sediment quality criteria

surface soil

Species of Special Concern
semivolatile organic compound

surface water

Solid Waste Management Unit

Target Analyte List

to be considered
trichloroethane
tetrachlorodibenzodioxin
trichloroethene

Target Compound List

A-4 CTO 0007



TCLP
TCFM
TDS
TEFs
TIC
TOC
TRPH
TUF

UCL

UF
uUscC
USFWS
USGS
UTL

VOC

WQS

AIK-OES-97-5407

Toxicity Characteristic Leaching Procedure
trichlorofluoromethane

total dissolved solids

toxicity equivalence factors

tentatively identified compound

total organic carbon

Total Recoverable Petroleum Hydrocarbons
Total Uncertainty Factor

Upper Confidence Limit

Uncertainty Factor

United States Code

United States Fish and Wildlife Service
United States Geological Survey
Upper Tolerance Limit

volatile organic compound

Water Quality Standards

Rev. 2
07/21/97

CTO 0007



Rev. 1
09/27/96

EXECUTIVE SUMMARY

This report presents the results of a Supplemental Resource Conservation and Recovery Act (RCRA)
Facility Investigation and Remedial Investigation (RFI/RI) at Naval Air Station (NAS) Key West on behalf of
the U.S. Navy, Naval Facilities Engineering Command, Southern Division (NAVFACENGCOM-Southern
Division). The report covers the investigation of four high-priority sites [Solid Waste Management Units
(SWMUSs) 1, 2, 3, and 9] and Boca Chica Key background locations. Brown & Root Environmental (B&R
Environmental) performed this Supplemental RFI/RI in accordance with a work plan for the supplemental
investigation of 15 sites approved by the U.S. Environmental Protection Agency (EPA) and the Florida
Department of Environmental Protection (FDEP). The sites covered in this document received a high
priority based on the relative risk ranking system used by NAVFACENGCOM-Southern Division.

IT Corporation performed the initial RFI/RI investigation of sites at NAS Key West from 1992 to 1994 and
reported the results to EPA and FDEP in 1994. In commenting on the initial RFI/RI, the regulatory
agencies noted three overlying information needs that led to preparation of the Supplemental RFI/RI:

e The characterization of the nature and extent of contaminants is incompilete

e Characterization of the ecological risk caused by sites should be based on quantitative ecological
sampling and analyses rather than biological inventories and qualitative assessments

+ Sitewide background data on contaminants of concern should be provided to supplement existing

site-specific background data

These areas are the focus of this Supplemental RFI/RI Report, which contains a complete assessment of
the nature and extent of contamination; a human health risk assessment; an ecological risk assessment
based on substantiai biota sampling and analyses of biological tissue; and a thorough sitewide
background study of Boca Chica Key.

NAVFACENGCOM-Southern Division directed interim removal actions at the four priority sites in 1995 and
early 1996 pursuant to the delineation of contamination noted in the initial RFI/RI and other preliminary

studies.

B&R Environmental used the data generated by past studies at NAS Key West in the risk assessments
and other conclusions of this report. Because B&R Environmental sorted these data to remove samples
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from areas excavated as part of the 1995 and 1996 interim removal actions, the conclusions of this report

are applicable to the site conditions as they presently exist after removal of contaminated soit.

The final purpose of RFI/RI activities at NAS Key West is to provide data that the Navy will use to:

e Characterize the nature and extent of releases from the sites

e Characterize potential pathways of contaminant migration in the soil, surface water, and groundwater

e I|dentify potential receptors

e Assess potential risks to human health and the environment

« Determine if contaminants released from the sites require further corrective measures to mitigate the

risk to human health or the environment

The RFI/RI report has been organized into four major chapters and several appendixes. Chapter 1
provides a detailed description of the discovery of installation restoration sites at NAS Key West and the
progress of these investigations and cleanups. Chapter 1 also explains the need for and the scope of this
Supplemental RFI/RI. Chapter 2 provides an overview of the investigation procedures, data interpretation
and presentation methods, and data quality assessment protocols used during the RFI/RI. Chapter 3

provides the base environmental setting.

The results of the RFI/RI are presented in Chapter 4, in which SWMUs 1, 2, 3, and 9 are discussed in
Section 4.1, 4.2, 4.3, and 4.4, respectively. Each section contains a description of the nature and extent
of contamination, and is followed by the human health risk assessment, the ecological risk assessment,
and closes with a discussion of conclusions and recommendations.

The nature and extent subsections of Chapter 4 present the contaminants detected at the site, the spatial
and (if applicable) temporal extent to which contaminants have impacted environmental media, and the
relationship between the findings and the activities that occurred during base operations. The detected
contaminants were compared to applicable or relevant and appropriate requirements (ARARs) and
screening action levels (SALs) for each medium (soil, sediment, surface water and groundwater). This
approach provides the reader with a quick overview of the distribution and extent of site contaminants that
were detected and identifies areas of greatest impact. Figures (i.e., maps of each site) accompany the

text to provide the reviewer with a frame of reference regarding site contamination. The approach
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presented in the text and figures in the “Nature and Extent” sections of the report is a conservative method
in which the reader is presented information showing which chemicals most greatly exceed certain
standards of protection (i.e.,, ARARs and SALs). The comparison of measured concentrations to
background concentrations was accomplished in the human health and ecological risk assessments,

which are presented in each section following a discussion of contaminant fate and transport.

As mentioned above, several appendices are included in the report. While titles of all appendices can be
found in the report's table of contents, a brief description of three appendices is in order. Investigation
procedures (i.e., methods) are presented in Appendix G (Field Procedures). Within Appendix G,
procedures for data quality assessment are presented in Section 2.0, while methods for the human health
and ecological risk assessments are presented in Sections 3.2 and 3.3, respectively, of Appendix G. The
development and use of the background data set can be found in Appendix J (Background Report for
Boca Chica Key). Laboratory analytical reports are included in Appendix L, Volumes 1-3.

For the Boca Chica background sites, this Supplemental RFI/RI produced the following results:

e With the exception of lead and arsenic in soil, concentrations of contaminanis in surface water,
sediment, and soil at the background locations were low in relation to ambient quality standards (soil
levels of lead and arsenic were slightly higher in the background areas, possibly due to native soil

levels, ubiquitous contamination or both factors).

e Concentrations of contaminants in fish and oyster tissue at the background locations were generally
within the range of values considered to be normal. [The concentration of pyridine (a coal-tar
derivative possibly used in underwater preservatives/coatings), however, is above normally expected
levels in oyster tissue].

Table ES-1 summarizes conclusions for the four high-priority SWMUs. The table shows: whether
significant contamination remains in surface water, sediment, soil, and groundwater; whether ecological or
human health risks exist, and whether a corrective measures study is warranted. Suggestions as to the

possible need for further corrective action are also noted.

SWMU 1, after the removal of over 6,000 cubic yards of contaminated sediment and soil in early 1996, still

has contamination remaining in all media. Most significantly, there are spotty areas of soil contamination
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TABLE ES-1
SUMMARY CONCLUSIONS
NAS KEY WEST
Residual Contamination
After interim Removals
Surface Ground- Ecological Human Health Study Corrective
Site Water Sediment Soil water Risk Risk Recommended Action
SWMU 1 Yes Yes Yes Yes Yes Yes for Yes Possible
(limited) residential
scenario
SWMU 2 No Yes Yes Yes Yes Possible for Yes Monitor fish
residential and and
trespasser groundwater
scenarios to measure
improvement
following
Spring 96
source
removal
SWMU 3 No No No No No No No No
SWMU 9 No No Yes Yes No No Yes to validate Continue
pump and treat pump and
remedy treat;
evaluate
groundwater
improvement
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remaining and groundwater in excess of screening levels. The ecological risk and human health risk
posed by the site necessitate that a corrective measure study be completed. Additional soil removal, and

treatment or mitigation of groundwater contamination may be necessary corrective measures.

SWMU 2 was the subject of an extensive sediment and soil removal action in Spring 1996. Only traces of
sediment contamination remain, and little contaminated soil is left exceeding screening levels. Although
groundwater is still elevated in levels of DDT and its metabolites, and fish have been ecologically
impacted, the source of this contamination has now been removed. A corrective measures study has
been recommended to evaluate additional mitigation measures which should include continued future

ecological monitoring to show recovery in fish and groundwater monitoring to show natural attenuation.

SWMU 3 was the subject of a soil removal action in 1995, The site poses no current or future ecological
or human health risk, and it is recommended that SWMU 3 be approved for no further action (NFA).

SWMU 9 currently has low-level contamination of groundwater with constituents of fuel and chlorinated
solvents. A pump-and-treat system has been installed and started up in July 1996 to remediate
groundwater. A corrective measure study is recommended to evaluate the effectiveness of the pump-
and-treat system.
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1.0 INTRODUCTION

Brown & Root Environmental (B&R Environmental) has performed a Supplemental Resource
Conservation and Recovery Act (RCRA) Facility Investigation and Remedial Investigation (RFI/RI) at the
Naval Air Station (NAS) Key West on behalf of the U.S. Navy, Naval Facilities Engineering Command,
Southern Division (NAVFACENGCOM-Southern Division). B&R Environmental completed this
Supplemental RFI Report under Comprehensive Long-Term Environmental Action - Navy (CLEAN)
Contract Number N62467-94-D-0888, Contract Task Order 0007.

The RFI/RI process will determine if sites at a facility such as NAS Key West can eliminate a site from
further consideration, if the site will require further investigation, or if the site will require the selection of

appropriate remediation through a corrective measures study (CMS).

B&R Environmental performed this work to supplement the RFI/RI (Phase 1) conducted by IT Corporation
from 1992 through 1994, which confirmed the presence of contamination at specific NAS Key West sites.
In addition to the characterization of ecological consequences of contamination at the sites, the purpose of
this supplemental investigation is to delineate the nature and extent of contamination at the station’s Solid
Waste Management Units (SWMUs), Installation Restoration (IR) sites, and Areas of Concern (AOCs),

and to define Boca Chica Key and Key West background levels.

A total of 15 sites are to be addressed in the installation restoration program at NAS Key West. These
include nine SWMUSs, four IR sites, and two AOCs. Because two SWMUs are operating permitted sites,
their investigation will not occur under the RFI/RI program. The RCRA corrective action program for the
nine SWMUs is being implemented in accordance with RCRA and NAS Key West Hazardous and Solid
Waste Amendments (HSWA) Permit No. FL6-170-022-952 issued by the U.S. Environmental Protection
Agency (EPA) on July 31, 1990, and effective until August 30, 2000. The Remedial Investigation and
Feasibility Study (RI/FS) activities for the IR sites are being implemented in accordance with the National
Contingency Plan (NCP) and the Comprehensive Environmental Response, Compensation, and Liability
Act (CERCLA) as amended by the Superfund Amendments and Reauthorization Act (SARA).

This report documents the supplemental investigation of four high-priority sites (SWMUs 1, 2, 3, and 9),
and the investigation of the Boca Chica-wide background locations. These four SWMUs received high-
priority status as a result of the relative-risk ranking of sites conducted by NAVFACENGCOM-Southern
Division. Sampling was conducted for these high-priority sites and background locations in January 1996.
Investigation of the remaining SWMUs, IR sites, and AOCs on Key West and nearby islands will begin in
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late 1996. The Supplemental RFI/RI was conducted pursuant to the HSWA portion of Permit
No. HO44-144053 issued by EPA. B&R Environmental performed the investigation in accordance with the
Supplemental RFI/Rl workplan prepared by ABB Environmental Services, Inc. (ABB, 1995a). This report
compietes the investigation of NAS Key West high-priority sites, which began with a preliminary remedial
investigation (IT Corporation, 1991) and an initial RFI/RI (IT Corporation, 1994).

1.1 BACKGROUND
The EPA and Florida Department of Environmental Protection (FDEP) oversee the Navy environmental
program at NAS Key West. All aspects of the program are conducted in compliance with State and

Federal regulations as enforced by these regulatory agencies.

1.1.1 Installation Restoration Program

The IR program was initiated by the Department of Defense (DOD) to protect public health and the
environment through the investigation and remediation of conditions related to contamination resulting
from past waste management and disposal activities. In 1975, the U.S. Army developed a pilot program to
investigate past disposal sites at military installations. In 1980, DOD developed the IR program from the
Army program and instructed the services to comply with IR program guidelines. The IR program
complies with CERCLA as amended by the SARA, RCRA, and HSWA of 1984. NAS Key West has had
an active IR program since 1985.
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The RCRA/HSWA corrective action program was adopted fo identify the measures to be taken for
investigating a facility that may have released contamination into the environment. RCRA, which ensures
the management of solid and hazardous wastes in an environmentally sound manner, applies to facilities
that generate or handle hazardous waste. The HSWA corrective action program is designed to identify
and clean up releases of hazardous substances at RCRA-permitted facilities. The RCRA/HSWA program
has four components: the RCRA Facility Assessment (RFA), RFI, CMS, and Corrective Action.

A Corrective Action Program Management Plan was prepared to outline the strategy for finalizing
completion of the RFI/RI assessment to confirm and characterize the nature and extent of releases of
hazardous substances to the environment at NAS Key West (B&R Environmental, 1997). All SWMUs at
NAS Key West, except the currently operating units which are regulated by current permit conditions, are
addressed by the RCRA/HSWA corrective action program.
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11.3 CERCLA Remedial Investigation

The cleanup activities for the IR Program not addressed by a RCRA/HSWA program are being
implemented in accordance with the NCP and CERCLA as amended by SARA. CERCLA establishes the
approach to address and clean up hazardous waste sites at both private and Federal facilities. These
investigations are commonly known as Rls. The CERCLA program applies to IR sites not designated as
SWMUs.

1.2 INSTALLATION DESCRIPTION

NAS Key West is in southern Monroe County, Florida, on Boca Chica Key. Key West, one of the two
westernmost major islands of the Florida Keys, is approximately 150 miles southwest of Miami. Key West
is connected to the mainland by the Overseas Highway (U.S. Highway No. 1). Figure 1-1 is a regional
map showing the location of Boca Chica Key and Key West within the Florida Keys. Several installations
in various parts of the lower Florida Keys comprise what is known as the Naval Complex at Key West.
Most of these are on Key West and Boca Chica Key. Other parts of the complex include Trumbo Point,
Sigsbee Key (formerly Dredgers Key), Fleming Key, Demolition Key, Truman Annex on Key West, and Big
Coppitt Key. The entire complex encompasses approximately 5,000 acres. Boca Chica Key is
approximately 3 miles wide and 3 miles long, and the air station encompasses 3,250 acres. The
elevations of Boca Chica Key are less than 5 feet above mean sea level (msl) with the exception of filied
areas that underlie the Overseas Highway (IT Corporation, 1994).

At present, NAS Key West maintains aviation operations, a research laboratory, communications
intelligence, counternarcotics air surveillance operations, a weather service, and several other activities.
In addition to the Naval activities and units, other DOD and Federal agencies at NAS Key West include
U.S. Air Force squadrons, a U.S. Army Special Forces Division, U.S. Coast Guard, and a Defense
Property Disposal Office.

Key West is approximately 4 miles long and 1.5 miles wide. The City of Key West, which is the county
seat of Monroe County, has a residential population of 24,832 (USCBS, 1990). The principal industry is
tourism, with about 1,225,000 tourists visiting annually. The major sources of employment in Key West
are tourism, fishing, wholesale and retail trade, services, construction, finance, insurance, real estate,
Federal government, state and local government, and transportation industries.
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13 INVESTIGATIVE HISTORY
Several investigations have been performed at NAS Key West since the mid-1980s to confirm or
characterize contamination. This section summarizes each study and describes interim remedial actions

that occurred at several sites in 1995 and 1996.

1.31 Previous Investigations

Based on historic data, aerial photographs, field inspections, and personnel interviews, eight potentially
contaminated sites were identified at NAS Key West. As part of the Naval Assessment and Control of
Installation Pollutants Program (NACIP), an Initial Assessment Study (IAS) was performed by Envirodyne
Engineers, Inc., at NAS Key West in 1985 (Envirodyne Engineers, 1985). Each of the eight potentially
contaminated sites was evaluated with regard to contamination characteristics, migration pathways, and
pollutant receptors. As a result, a study to confirm or deny suspected contamination by sampling and

monitoring was recommended for the six sites listed below in decreasing order of priority:

s Site 2: Transformer Qil Disposal Area

« Site 8 South Fleming Key Landfill

s Site 4: Boca Chica Open Disposal Area

s Site 3: Truman Annex DDT Mixing Area

s Site1: Truman Annex Refuse Disposal Areas
e Site & Boca Chica DDT Mixing Area

After the completion of the IAS report, three more sites were recommended for investigation based on
additional information collected:

e Site7: Fleming Key North Landfill
e Site9: Trumbo Point Bulk Fuel Storage Area
s Site 10: Boca Chica Fire-Fighting Training Area

The verification phase of the NACIP confirmation study was performed in 1986 by Geraghty and Miller
(Geraghty & Miller, 1987). This study verified the presence or absence of shallow groundwater and soil
contamination at the various sites, and recommended sites that needed further site-specific investigations
during the characterization phase of the confirmation study.
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In April 1988, a visual site inspection conducted by the EPA at NAS Key West as part of the RFA process
(EPA, 1988) identified seven SWMUs at NAS Key West:

¢ SWMU 1. Boca Chica Open Disposal Area

¢ SWMU2: Boca Chica DDT Mixing Area

s SWMU 3. Boca Chica Fire-Fighting Training Area

e« SWMU4: Aircraft intermediate Maintenance Department AIMD Building A980
e« SWMUS5: AIMD Building 990

e SWMUB: Wastewater Treatment Plant

e SWMU7. Former Hazardous Waste Storage Building A-824

Building A-824 (SWMU 7) had been used to store hazardous waste. The consuiting firm of Blasland,
Bouck and Lee (BB&L) performed a final series of cleanup activities of the building and the surrounding
area that ended on March 29, 1991. The building currently houses a solvent recycling operation and

stores empty 55-gallon drums and old transformers.

EPA prepared a draft RFA report in 1988 that recommended SWMUs 1 through 6 for an RFIl under the
HSWA permit. That report recommended that contamination adjacent to the RCRA Hazardous Waste
Storage Area be addressed as a release from a SWMU rather than as part of the closure of the unit.

A preliminary remedial investigation report was prepared by IT Corporation (IT Corporation, 1991). This
investigation evaluated potential contaminant sources at eight NAS Key West sites. The objectives
included an assessment of the risk to the environment and human health and a determination of the
necessity for remedial actions.

From October 1993 to February 1994, a petroleum contamination assessment of the Jet Engine Test Cell,
Building AS69 (SWMU 9) was conducted by ABB. The contamination assessment report (ABB, 1994)
identified petroleum and 1,2-dichloroethene contamination in groundwater.

An additional assessment of groundwater at the Jet Engine Test Cell (SWMU 9) was conducted by
Bechtel Environmental, Inc. (BEI) in 1895 to complete the characterization of the extent of groundwater
contamination and to perform aquifer tests to support evaluation of a pump-and-treat system (BEI, 1995b).

In 1993, IT Corporation conducted soil, surface-water, sediment, and groundwater sampling at all SWMUs

and IR sites as part of the first full RFI/RI sampling program. These activities were reported in the RFI/RI
Final Report (IT Corporation, 1994).
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The RFI/RI Report recommended remedial actions to remove impacted soil at several sites. Prior to
beginning excavation and treatment/disposal activities at the sites in question (SWMU 1, SWMU 2,
SWMU 3, SWMU 7, AOC A, AOC B, IR 1 and IR 3), it was necessary to gather detailed data in order to
identify the appropriate limits of the excavation and meet transportation and disposal requirements for the
excavated material. A delineation investigation was conducted by BEI between February and September
of 1995 in order to gather this information. Soil, sediment, and surface water samples were analyzed and
the horizontal and vertical excavation boundaries were determined by comparing the results to established
cleanup levels. Following the delineation study, Interim Remedial Actions were undertaken by BEI.
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Table 1-1 lists the sites mentioned above and summarizes known or suspected contaminants and site

status. Figure 1-2 shows the locations of the installation restoration sites.

As listed in Table 1-1, 15 sites requiring investigation activities or remediation/closure have been identified
at NAS Key West. The four sites of highest priority (SWMUs 1, 2, 3, and 9), all of which are on Boca
Chica Key, are addressed in this report.

1.3.2 Current Investigations

The scope of the Supplemental RFI/RI is summarized in Section 1.4. Concurrent with the Supplemental
RFI/RI, BE! performed confirmational sampling on soils and sediments in order to verify the removal of
impacted soil by the Interim Remedial Actions. Generally, confirmation samples were collected from the
side walls of the excavation and, in some cases, this resulted in the removal of additional soil. A final
report on the confirmational sampling activities had not been issued at the time of the Supplemental
RFI/RI; however, data was provided by BEI and was included in this report.

Table 1-2 lists the status of Interim Remedial Actions at all IR sites as of July 29, 1996.

14 SUPPLEMENTAL RFI/RI SCOPE AND OBJECTIVES

1.4.1 Scope of the Supplemental RFI/RI Report

The purpose of this Supplemental RFI/RI report for NAS Key West is to present information that
(1) characterizes the nature and extent of releases of hazardous wastes or contaminants from SWMUs 1,
2, 3, and 9; (2) characterizes Boca Chica Key background conditions; (3) characterizes potential pathways
of contaminant migration in the soil, surface water, sediment, and groundwater; (4) identifies potential
receptors; (5) assesses potential risks to human health and the environment, and (6) determines if
contaminants released from a SWMU require further corrective measures to mitigate the risk to human

health or the environment.
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INSTALLATION RESTORATION PROGRAM SITES

NAS KEY WEST

Known or Suspected

SWMU Site Name Contaminants Site Status
SWMU 1 | Boca Chica Open Disposal Household and construction | Interim cleanup and final
Area debris, metal, solvents investigation completed early 1996
SWMU 2 | Boca Chica DDT Mixing Area Pesticides Interim cleanup and final
Building 915 investigation completed early 1996
SWMU 3 | Boca Chica Firefighting Metals, petroleum Interim cleanup and final
Training Area investigation completed 1995-early
1996
SWMU 4 | AIMD Building A-908 Metals, solvents Final investigation ptanned for
1996-1997
SWMU 5§ | AIMD Sandblasting Area (by Metals Final investigation planned for
Building A-990) 1996-1997
SWMU 6 | Wastewater Treatment Plant Further investigation not required
due to operating permit status
SWMU 7 | Former Hazardous Waste PCBs Interim cleanup completed 1995
Storage Building A-824
SWMU 8 | Current Hazardous Waste Solvents Further investigation not required
Storage Building due to operating permit status
SWMU 9 | Jet Engine Test Cell Petroleum, solvents Interim groundwater cleanup
Building A-968 installed and final investigation
completed 1996
Known or Suspected
IR/IAOC Site Name Contaminants Site Status
IR1 Truman Annex Refuse Disposal | Household and construction | Interim cleanup compieted early
Area debris, metals, solvents 1996
IR2 Transformer Oil Disposal Area PCBs Currently proposed for No Further
Action and included in Base
Realignment and Closure (BRAC)
Site Inspection (SI)
IR3 Truman Annex DDT Mixing Pesticides Interim cleanup completed 1985
Area
IR7 Fleming Key North Landfill Household and construction | Interim cleanup completed 1995
debris, metals, solvents
IR8 Fleming Key South Landfil} Household and construction | Interim measures planned for
debris, metals, solvents 1996-1997
AOCA Demolition Key Unexploded ordnance, Further investigation and cleanup
metals under CERCLA is suspended
pending RCRA closure actions
required by FDEP
AOCB Big Coppitt Key Abandoned Discarded motor vehicles, Interim measures completed 1996

Civilian Disposal Area

metals

Trumbo Point Bulk Fuel Storage
Area

Petroleum

Currently in Contamination
Assessment Phase

Source: NAS (1996).
Notes: SWMU = Solid Waste Management Unit.

DDT = Dichlorodiphenyitrichloroethane.

AIMD = Aircraft Intermediate Maintenance Department.
PCB = Polychiorinated biphenyis.
IR = Installation Restoration.
AOC = Area of concern.
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TABLE 1-2
STATUS OF INTERIM REMEDIAL ACTIONS
NAS KEY WEST
IR Site Activity Completed Notes!"
SWMU 1 6,275 cubic yards (cy) of soils excavated Reduced highest lead concentration
from 12,300 ppm to 436 ppm
SWMU 2 1,943 cy of DDT-contaminated soil and Reduced DDT concentration in
sediments excavated sediment from 1,400 ppm to 14 ppm
SWMU 3 835 cy of contaminated soil excavated
SWMU 7 26 cy of PCB-contaminated soil excavated
IR-1 4,878 cy of soil excavated Reduced highest lead concentration
from 35,200 ppm to 680 ppm
IR-3 735 cy of DDT contaminated Reduced DDT from 60 to 11 ppm in soil
AOC-B 993 cy of soil excavated
IR-8 Subcontract awarded to Ocean Breeze Inc. Construction scheduled
for beach erosion/shoreline protection January - March 1997
system (1,800 linear feet)
SWMU 9 Groundwater pump and treat system installed | 3 recovery wells with air stripper and
July 1996 oil/lwater separator and infiltration
gallery
1 Ofthe 15 ins aHatio". restoration sites at NAS Key West, the above interim remedial actions are the
only interim remedial actions completed or planned. Although this report covers only high-priority sites
(SWMUs 1, 2, 3, and 9), all interim actions have been shown for completeness.

AIK-OES-97-5407
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1.4.2 Project Objectives

Initial RFI/R| field activities were conducted by IT Corporation from January 1992 through April 1992,
December 1992 through February 1993, and March 1994 through December 1994. Field activities at NAS
Key West included the following tasks:

e Monitoring well installation

o Surface and subsurface soil sample collection

s Surface-water and sediment sample collection

o Groundwater sample collection

¢ Monitoring well and sample location topographic survey

¢ Tidal influence studies of selected monitoring wells and piezometers
o Biological inventory of terrestrial and aquatic habitats

o Laboratory analyses of selected Appendix IX groundwater monitoring parameters (40 CFR 2€4)

In commenting on the initial RFI/RI report, regulatory agencies noted three overlying information

deficiencies that necessitated the Supplemental RFUI/RI:

s The characterization of the nature and extent of contaminants is incomplete

o Characterization of the ecological risk caused by sites should be based on quantitative ecological

sampling and analyses rather than biological inventories and qualitative assessments

» Sitewide background data on chemicals of concern {(COCs) should be provided to supplement existing

site-specific background data

These areas are the focus of this Supplemental RFI/RI Report. This report includes a complete
assessment of the nature and extent of contamination; a human health risk assessment; an ecological risk
assessment based on substantial sampling and analyses of biological tissue; and a thorough sitewide
background study of Boca Chica Key.

All of the data generated by the studies mentioned above have been used in the risk assessments and
other conciusions of this report. Past data were sorted to remove samples from areas excavated as part
of the interim removal actions conducted during 1995 and 1996, thus the conclusions of this report are
applicable to site conditions as they presently exist.
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1.5 REPORT ORGANIZATION

This RFI/RI report has four major chapters and several appendixes. Chapter 1 provides a detailed
description of the discovery of installation restoration sites at NAS Key West and the progress of these
investigations and cleanups. Chapter 1 also explains the need for and the scope of this Supplemental
RFI/RI. Chapter 2 provides an overview of the investigation procedures, data interpretation and
presentation methods, and data quality assessment protocols used during the RFI/RI. Sampling locations
are shown in Figures 2-2 through 2-17 within Chapter 2. Chapter 3 provides the base environmentai

setting.

The results of the RFI/RI are presented in Chapter 4, in which SWMUs 1, 2, 3, and 9 are discussed in
Sections 4.1, 4.2, 4.3, and 4.4, respectively. Each section contains a description of the nature and extent
of contamination, and is followed by the human heaith risk assessment, the ecological risk assessment,

and closes with a discussion of conclusions and recommendations.

The nature and extent subsections of Chapter 4 present the contaminants detected at the site, the spatial
and (if applicable) temporal extent to which contaminants have impacted environmental media, and the
relationship between the findings and the activities that occurred during base operations. The detected
contaminants were compared to applicable or relevant and appropriate requirements (ARARs) and
screening action levels (SALs) for each medium (soil, sediment, surface water and groundwater). This
approach provides the reader with a quick overview of the distribution and extent of site contaminants that
were detected and identifies areas of greatest impact. Figures (i.e., maps of each site) accompany the
text to provide the reviewer with a frame of reference regarding site contamination. The approach
presented in the text and figures in the "Nature and Extent" sections of the report is a conservative method
in which the reader is presented information showing which chemicals most greatly exceed certain
standards of protection (i.e., ARARs and SALs). The comparison of measured concentrations to
background concentrations was accomplished in the human health and ecological risk assessments,

which are presented in each section following a discussion of contaminant fate and transport.

As mentioned above, several appendices are included in the report. While titles of all appendices can be
found in the report's table of contents, a brief description of three appendices is in order. Investigation
procedures (i.e., methods) are presented in Appendix G (Field Procedures). Within Appendix G,
procedures for data quality assessment are presented in Section 2.0, while methods for the human heaith
and ecological risk assessments are presented in Sections 3.2 and 3.3, respectively, of Appendix G. The
development and use of the background data set can be found in Appendix J (Background Report for

Boca Chica Key). Laboratory analytical reports are included in Appendix L, Volumes 1-3.
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2.0 INVESTIGATION PROCEDURES

This chapter contains information regarding the field activities conducted during the Resource
Conservation and Recovery Act (RCRA) Facility Investigation and Remedial Investigation (RFI/RI) at the
Naval Air Station (NAS) Key West and presents an overview of the methods by which Brown and Root
Environmental (B&R Environmental) performed the overall environmental assessments of the sites.
Appendix G describes the procedures and protocols that were used.

21 OVERVIEW OF SAMPLING CONDUCTED AND INVESTIGATION PROCEDURES

This section presents an overview of the sampling and investigation procedures B&R Environmental used
during this first phase of the Supplemental RFI/RI to investigate and report on the four Solid Waste
Management Units (SWMUs) with the highest priority. The priorities were determined by the reiative risk
ranking performed by the Naval Facilities Engineering Command (NAVFACENGCOM)-Southern Division.

211 Sampling Conducted

In January 1996, B&R Environmental implemented the Supplemental RFI/Rl Sampling and Analysis Plan
(SAP) in accordance with the regulatory-approved planning documents (ABB, 1995b) at four high-priority
SWMUs and three background iocations on Boca Chica Key. The RFI/RI included surface soil sampling,
subsurface soil sampling, groundwater well installation and sampling, surface-water and sediment
sampling, and fish and oyster sampling. Samples were used for chemical and toxicological analyses
performed by subcontracted laboratories. In addition, drilling activities were conducted by a subcontractor
under B&R Environmental oversight. B&R Environmental personnel conducted land surveys of well and
boring installation locations. B&R Environmental subsequently performed a limited validation of the
analytical data and organized the data into summary reports.

Figure 2-1 shows the location of the four high priority SWMUs (SWMUs 1, 2, 3, and Q) and the
background sites (BG1, BG2, and BG3).

The Supplemental RFI/R! SAP includes the installation of 12 new shallow monitoring wells and 5 soil

borings, the ccllection of surface soil (0 to 1 foot), subsurface soil, sediment, and surface-water samples,

AIK-OES-97-5407 2-1 CTO 0007
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and the sampiing of groundwater from several existing and the 12 newiy instaiied monitoring weils.

Table 2-1 summarizes the well installation and environmental sampling programs.

Background conditions were characterized by samples collected and analyzed in previous studies, and by
the analyses of samples collected by B&R Environmental during January 1996. The background data set
consisted of samples collected from site-specific locations (SWMU 1, SWMU 2, SWMU 3, SWMU 4, and
SWMU 7} and from three facility-wide locations chosen to represent Boca Chica Key as a whole (BG 1,
BG 2, and BG 3). Groundwater, surface water, sediment, and soil samples were collected and analyzed
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surface water, and biological samples were collected for chemical analysis, and sediment, surface water,
and soil samples were collected for toxicity tests. Biological samples consisted of fish at BG 1, BG 2, and

BG 3, and mangrove oysters at BG 3. Appendix J (Background Report for Boca Chica Key) contains

Before biological tissue and soil and water samples were collected for toxicity analyses as part of this
Supplemental RFI/RI, no biological samples had been collected as part of the RFI/RI process at NAS Key
West. The objective of the current biological field investigations was to characterize the nature and extent
of contamination in biota at SWMUs 1, 2, 3, and 9 to assess ecological effects of site-associated
contamination. The biological investigation was initiated with a detailed review of existing analytical
chemistry data and a review of the results of the preliminary ecological risk evaluation performed by IT
Corporation. Following these reviews, a site visit was conducted. Based on the results of this process,
the need for additional biological sampling at each site was determined. The RFI/RI (IT Corporation,
1994) recommended toxicity testing and biological tissue analyses of terrestrial and aquatic speacies for
SWMU 1, and toxicity testing and biological tissue analyses of aquatic species for SWMU 2. Because
there are minimal vegetation and few ecological receptors at SWMUs 3 and 9, toxicity testing and
biological tissue analyses of biota from these sites were not recommended. However, based on
comments received from state and Federal regulators during the implementation of the Supplemental
RFI/RI, biological tissue analyses were performed at SWMUs 3 and 9.

Table 2-2 lists all samples of soil, water, and sediment collected as a part of this investigation, and the
types of analyses performed on each sample. Fish tissue samples were taken from SWMUs 1, 2, 3, and
oysters were taken from SWMU 9 following procedures outlined in an Ecological Sampling Technical
Memorandum (Appendix B) and are summarized in the fish collection report submitted to the Florida
Department of Environmental Protection (FDEP) (Appendix C). Figures 2-2 through 2-17 show the
location of all soil, sediment, surface-water, groundwater, fish and oyster samples obtained.
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2.1.2 Investigation Procedures

Field investigation and risk assessment procedures are contained in the Supplemental RFI/RI workplan
(ABB, 1995a), which was prepared in response to regulatory concerns over data gaps in the initial RFI/RI
report (IT Corporation, 1994). The ABB Environmental Services, Inc., (AAB) workplan refers to
procedures contained in the RFI/RI workplan prepared by IT Corporation (IT Corporation, 1993) for the

initial (Phase 1) RFI/RI investigation. In some instances, the ABB workplan and the IT workplan presented
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WELL INSTALLATION AND ENVIRONMENTAL SAMPLING PROGRAMS
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SUPPLEMENTAL RFI/RI
NAS KEY WEST
Monitoring Well Soil Sampling Sediment Surface-Water
installation Groundwater |[number of sampies at Sampling Sampling
{number of Samipling common location for {number of {number of
wells/average {(number of surface (SS) and samples and samples and
Site depth in feet) samples) subsurface (SB)] locations) locations)

SWMU 1: Boca Chica Open 4/12 4 3-8S 6 6
Disposal Area
SWMU 2: Boca Chica DDT 4/12 6 5-SS 4 4
Mixing Area
SWMU 3: Boca Chica Fire- 4/12 6 "5 5
Fighting Training Area
SWMU 9: Jet Test Cell 0/12 8 5.8S 5 5
Building 5-SB
Facility-Wide Background 9-SS 3 3
Facility-Wide Background 5-S8 5 5
(AOCs)

Totals 12 24 5-SB 28 28

27 8S
Source: ABB (1995a).
Notes: SWMU = Solid Waste Management Unit.
DDT = Dichiorodiphenyltrichloroethane.
AOC = Area of Concern.
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TABLE 2-2

SUMMARY OF NAS KEY WEST SAMPLE ANALYSES

NAS KEY WEST
PAGE 1 OF 4
APP.IX APP. IX TAL Duplicate
Sample ID Type Date vOC SVOC Pest./PCBs Herb Metals Cyanide Toxicity Sample
SWMU 1
S1MW-4 Water 1/30/96 X X X X X X
S1MW-5 Water 1/30/96 X X X X X X
S1MW-6 Water 1/30/96 X X X X X X
518D-01 Soil 1/22/96 X X X X X X 1
$18D-02 Soil 1/22/96 X X X X X X 1
$1SD-03 Soil 1/24/96 X X X X X X 1
S1SD-04 Soil 1/24/96 1
$1SD-05 Soil 1/24/96 1
513S8-5 Soil 1/13/96 X X X X X X 5 (1/31/96)
S1DPSS-1 Soil 1/13/96 X X X X X X S188-5
$18S-6 Soil 1/13/96 X X X X X X
51S85-7 Soil 1/13/96 X X X X X X 5 (1/31/96)
S1SW-01 Water 1/22/96 2
S1SW-02 Water 1/22/96 2
S1SW-03 Water 1/24/96 2
S1SW-04 Water 1/24/96 2
S1SW-05 Water 1/24/96 2
SWMU 2
S2MW-5 Water 1/28/96 X X X X
S2MW-6 Water 1/28/96 X X X X
S2MW-7 Water 1/28/96 X X X X
MW5-1 Water 1/28/96 X X X X
$2SD-01 Soil 1/24/96 3
$2SD-02 Soil 1/25/96 3
S§2SD-03 Soil 1/25/96 3
S$2SD-04 Soil 1/25/96 3
S28D-05 Soil 1/24/96 3
S2SW-01 Water 1/24/96 4
S2SW-02 Water 1/25/96 4
S28W-03 Water 1/25/96 4
S2SW-04 Water 1/25/96 4
S25W-05 Water 1/24/96 4

16/12/L0
Z Aoy



L0¥5-L6-SFO-MIV

9-¢

£Z000 OLD

TABLE 2-2

SUMMARY OF NAS KEY WEST SAMPLE ANALYSES

NAS KEY WEST
PAGE 2 OF 4
APP. IX APP. IX TAL Duplicate

Sample ID Type Date voC SVOC Pest./PCBs Herb Metals Cyanide Toxicity Sample
SWMU 3
S3IMW-1 Water 2/1/96 X X
S3MW-2 Water 2/1/96 X X
S3IMW-6 Water 1/31/96 X X
S3MW-7 Water 2/1/96 X X
S3DPGW-01 Water 2/1/96 X X S3MW-7
S3MW-8 Water 2/1/96 X X
S3MW-9 Water 2/1/96 X X
S3SD-01 Soil 1/25/96 X X 3
S3SD-02 Soil 1/25/96 X X 3
S3DPSD-01 Soil 1/25/96 X X S§3SD-02
S§3SD-03 Soil 1/25/96 X X 3
S3SD-04 Soil 1/25/96 X X 3
S3SD-05 Soil 1/25/96 X X 3
S3SW-01 Water 1/25/96 X X 4
S3DPSW-01 Water 1/25/96 X X S3SW-01
S3SW-02 Water 1/25/96 X X 4 '
S3SW-03 Water 1/25/96 X X 4
S3SW-04 Water 1/25/96 X X 4
S3asSw-05 Water 1/25/96 X X 4
SWMU 9
S9MW-3 Water 1/18/96 X X X X X X
SIMW-6 Water 1/18/96 X X X X X X
SOMW-9 Water 1/18/96 X X X X X X
SIMW-15 Water 1/18/96 X X X X X X
SOMW-17 Water 1/18/96 X X X X X X
S9DPGW-01 Water 1/18/96 X X X X X X SOMW-17
S9MW-19D Water 1/19/96 X X X X X X
SOIMW-21 Water 1/18/96 X X X X X X
SOMW-24 Water 1/19/96 X X X X X X
S9SB-1 Soil 1/17/96 X X X X X X
S9DPSB-01 Soil 1/17/96 X X X X X X S9SB-1
S9SB-2 Soil 1/17/96 X X X X X X
S9SB-3 Soil 1/17/96 X X X X X X
S9SB-4 Soil 1/17/96 X X X X X X
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TABLE 2-2

SUMMARY OF NAS KEY WEST SAMPLE ANALYSES

NAS KEY WEST
PAGE 3 OF 4
APP. IX APP. IX TAL Duplicate

Sample ID Type Date vOC SVOoC Pest./PCBs Herb Metals Cyanide Toxicity Sample
SWMU 9 (cont.)
S9SB-5 Soil 1/17/96 X X X X X X
S9SD-01 Soil 1/23/96 X X X X X X 1
S9SD-02 Soil 1/23/96 X X X X X X 1
S9SD-03 Soil 1/23/96 X X X X X X 1
S9SD-04 Soil 1/23/96 X X X X X X 1
S9SD-05 Soil 1/23/96 X X X X X X 1
59S8S-1 Soil 1/15/96 X X X X X X
59S88-2 Soil 1/156/96 X X X X X X
S9S8S-3 Soil 1/15/96 X X X X X X
S9DPSS-1 Soil 1/15/96 X X X X X X 5988-3
S95S-4 Soil 1/15/96 X X X X X X
S98S-5 Soil 1/15/96 X X X X X X
S9SW-01 Water 1/23/96 X X X X X X 2
S9SW-02 Water 1/23/96 X X X X X X 2
S9SW-03 Water 1/23/96 X X X X X X 2
S9DPSW-01 Water 1/23/96 X X X X X X S9SW-03
S9SW-04 Water 1/23/96 X X X X X X 2
S9SW-05 Water 1/23/96 X X X X X X 2
BACKGROUND SAMPLES
S1MW-3 Water 1/30/96 X X X X X X
S1DPGW-01 Water 1/30/96 X X X X X X STMW-3
$18S-4 Soil 1/13/96 X X X X X X 5 (1/31/96)
S2MW-1 Water 1/28/96 X X X X
S2DPGW-01 Water 1/28/96 X X X X S2MW-1
S2MW-4 Water 1/28/96 X X X X
BG1SD-01 Soil 1/26/96 X X X X X X 3
BG1SS-01 Soil 1/26/96 X X X X X X 5
BG1SS-02 Soil 2/2/96 X X X X X X
BG1SS-03 Soil 2/2/96 X X X X X X
BG1SW-01 Water 1/26/96 X X X X X X 4
BG2SD-01 Soil 1/26/96 X X X X X X 1
BG2SS-01 Soil 1/26/96 X X X X X X 5
BG255-02 Soil 1/31/96 X X X X X X
BG2SS-03 Sail 1/31/96 X X X X X X
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TABLE 2-2

SUMMARY OF NAS KEY WEST SAMPLE ANALYSES

NAS KEY WEST
PAGE4 OF 4
APP. IX APP. IX TAL Duplicate
Sample ID Type Date vOC SVOC Pest./PCBs Herb Metals Cyanide Toxicity Sample
BACKGROUND SAMPLES (cont.)
BG2SW-01 Water 1/26/96 X X X X X X 2
BG3SD-01 Soil 1/26/96 X X X X X X 1
BG3SS-01 Soil 1/26/96 X X X X X X 5
BG3SS-02 Soil 2/12/96 X X X X X X
BG3SS-03 Soil 2/2/96 X X X X X X
BG3SW-01 Water 1/26/96 X X X X X X 2
BLANK SAMPLES
FB01-011696 Water 1/16/96 X X X X X X
FB02-011696 Water 1/16/96 X X X X X X
FB03-013196 Water 1/31/96 X X X X X X
RB01-011596 Water 1/15/96 X X X X X X
RB01-011796 Water 1/17/96 X X X X X X
RB01-012296 Water 1/22/96 X X X X X X
RB01-012496 Water 1/24/96 X X X X X X
RB01-020296 Water 2/2/96 X X X X X X
TB01-011396 Water 1/13/96 X
TB01-011596 Water 1/15/96 X
TB01-011696 Water 1/16/96 X
TB01-011796 Water 1/17/96 X
TB01-011896 Water 1/18/96 X
TB02-011896 Water 1/18/96 X
TB01-011996 Water 1/19/96 X
TB01-012296 Water 1/22/96 X
TB01-012396 Water 1/23/96 X
TB01-012496 Water 1/24/96 X
TB02-012496 Water 1/24/96 X
TB01-012696 Water 1/26/96 X
TB01-013096 Water 1/30/96 X
TB01-013196 Water 1/31/96 X
TB01-020296 Water 2/2/96 X
Toxicity Analyses: 3 Amphipod
1 Mysid shrimp 4 Silverside
2 Siverside, oyster, and sea urchin 5 Earthworm
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MANGROVE
M18M ® NOTE: S1SS-5 AND S1SS5-4 WERE USED FOR BOTH EARTHWORM
N MIS® M4 @ APPROXIMATE EXTENT TOXICITY TESTS AND CHEMICAL ANALYSIS.
\ OF EXCAVATION
L17“k\ ous o . (BY OTHERS)
N LEGEND
K15 1
S1SS-7 4 SOIL BORING/SAMPLE LOCATION
d BROWN & ROOT ENVIRONMENTAL (1996)
J15
/ Pis @ SOIL BORING/SAMPLE LOCATION
4 BECHTEL ENVIRONMENTAL (1995)
J .
115? N4 SOIL BORING/SAMPLE LOCATION
/ ? BECHTEL ENVIRONMENTAL (1996)
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/9} INTERNATIONAL TECHNOLOGY CORP. (1993)
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-~ G16 g
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\ \ -
' AN ~ 1
NOTE: S1SS-7SD WAS A BACKGROUND SAMPLING SITE. « \ _
NOTE: SISD-04 AND S1SD-05 WERE USED IN TOXICITY TESTING ONLY. '\ P
S1SD-01 _THROUGH 03 WERE USED IN BOTH TOXICITY TESTING N\ N\ - =
AND CHEMICAL ANALYSIS. N ~ Q,v
O
S1SD-01-4- SEDIMENT SAMPLE LOCATION &\Q
BROWN & ROOT ENVIRONMENTAL (1995)
. ! ‘\%
S

$155-6SD @ SEDIMENT SAMPLE LOCATION N

BECHTEL ENVIRONMENTAL (1895) Na

S158-1 © SEDIMENT SAMPLE LOCATION $1SD-01
INTERNATIONAL TECHNOLOGY CORP. {1993) 4
s1 0 SEDIMENT SAMPLE LOCATION S155-65D @ . \\
INTERNATIONAL TECHNOLOGY CORP. (1290) N rag
S1SS-7SD @ N SITE MANAGER: KW CHECKED BY: — FIGURE 2-3
UONITORING WELLS INSTALLED BY BROWN & ROOT ENVIRONMENTAL ORAWN BY: TCB ORAWING DATE: 7/24/96 SEDIMENT SAMPLE LOCATIONS
vy ;“?S‘:};‘Eﬁ;ﬁaﬂm&% S AT e SURVEYED BY: TCB | SURVEY DATE: 2/21,/96 S SWMU t
- SCALE: 17 = 100' NAVAL AIR STATION
CAD DWC. NO.: HK7046~3 | PROJ. NO.: HK7046 Brown & Root Environmental BOCA CHICA KEY, FLORIDA
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\
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NN >
LEGEND X X
S1SW-01-4- SURFACE-WATER SAMPLE LOCATION QC)
BROWN & ROOT ENVIRONMENTAL (1996)
O
S155-650 @ SURFACE-WATER SAMPLE LOCATION ‘v \/\/\'
BECHTEL ENVIRONMENTAL (1995) <
N
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INTERNATIONAL TECHNOLOGY CORP. (1990) ,
; S1SS-6SW
7 FISH SAMPLING AREAS o NN
Si1SS-7swe@ N SITE MANAGER: KW CHECKED BY: —
: : FIGURE 2-4
/ o o 0 ORUMING ONTE: 7/24/96 SURFACE—~WATER AND BIOTA SAMPLE
VERE TIEUD SURVEYED, TOR- LOCATIONG OEn BcanoNe. det SURVEVED BY: TCE | SURVEY DATE: 2/21/96 LOCATIONS-SWMU 1
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. ALSO SAMPLED BY IT CORP IN 1990
+ ALSO SAMPLED BY 1T CORP IN 1993

MONITORING WELLS INSTALLED BY BROWN & ROOT ENVIRONMENT, - il cHecKeD B - FIGURE 2—5
WERE FIELD SURVEYED FOR LOCATIONS, OTHER LOCATIONS WeRE DRAWN BY: TC8 DRAWING DATE: 3/1/96 MONITORING WELL LOCATIONS
DIRIVED FROM INFORMATION FROVIDEZD BY FIRMS RESPONSIBLE
FOR THEIR INSTALLATION. SURVEYED BY: TCB SURVEY DATE: 2/21/96 Y v 22 SWMU 1
SCALE: 1" = 200° B NAVAL AIR STATION
rown & Root Environmentai KEY. F1O
CAD DWG, NO.: HK70463A | PROJ. N0 HK7046 BOCA CHICA KEY, FLORIDA

AIK-OES-97-5407

2-12

Rev. 2
07/21/97

CTO 0007



P,

AVMIXYL

D

UNDERGROUNI
DRAINAGE PIPE

£: \Z1\MOR2__RFI\HK7046 - 4.DWG 06/30/97 MBS

S
\§

>
D

MONITORING WELLS INSTALLED BY BROWN & ROOT ENVIRONMENTAL
WERE FIELD SURVEYZD FOR LOCATIONS. OTHER LOCATIONS WERE
DERIVED FROM INFORMATION PROVIDED BY FIRMS RESPONSIBLE
FOR THER INSTALLATION.

$288-2 ©

APPROXIMATE EXTENT
_ $25B~
5258-1 © D16 o283 OF EXCAVATION
815 e $-H16 (BY OTHERS)
— e -

—?J‘w

POND

R6@

LAGOON

50 25 0

100

Scale 1" = 100’

LEGEND

s2sg-1 © SOIL BORING /SAMPLE LOCATION
INTERNATIONAL TECHNOLOGY CORP. (1993)

M0 @ SOIL BORING/SAMPLE LOCATION
BECHTEL ENVIRONMENTAL (1995)

F8-g SOIL BORING/SAMPLE LOCATION
BECHTEL ENVIRONMENTAL (1996)

—WAM//

SITE MANAGER; KW CHECKED BY: —
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conflicting procedural information. In other instances, procedures were not identified. Procedures were
developed for the Supplemental RFI/RI that resolved conflicts between the two workplans and filled any
voids. These procedures are compiled in Appendix G. In addition, Appendix H contains procedures that
required modifications or deviations to the ABB workplan and SAP (ABB, 1995a, 1895b) during the
implementation of the field work under the Supplemental RFI/RI.

2.2 DATA QUALITY ASSESSMENT

The data obtained from the January 1996 field sampling at SWMUs 1, 2, 3, and 9 were partially validated
using the industry-accepted process described in Section 2.0 of Appendix G. In general, this data
assessment process followed Contract Laboratory Program (CLP) Protocol and Naval Facilities
Engineering Service Center data quality assessment guidance. All 1996 data received a limited validation
review; approximately 10 percent of 1996 data was fully validated. Historical data (Section 1.3 describes
previous investigations) were not subjected to any data quality assessment. They were assumed to have
been assessed during their investigation activities and were accepted at face value since records of
validation were not available. While this assumption might not have been correct for all historical data
points, it is conservative. Questionable historical data points in the data set (data that otherwise might
have been discarded as false positives or blank contamination if they had undergone a data quality
assessment) only increase the potential for making a positive remedial determination for a particular
SWMU.

2.3 DATA INTERPRETATION AND PRESENTATION

This section summarizes the data interpretation and presentation process employed for data obtained
from SWMUs 1, 2, 3, and 9 during January 1996. B&R Environmental integrated data from previous
investigations (see Section 1.3) with data collected during January 1996 to create a comprehensive data
set and used this data set in the evaluations and assessments presented in this RFI/RI report. Section 3.0

of Appendix G provides additional detail about the processes discussed in this section.

2.3.1 Data from Analytical Results

The results of the RFI/RI are presented in Sections 4.1 through 4.4 of this report. Each section discusses
each SWMU and presents the contaminants detected at the site, the spatial and (if applicable) temporal
extent to which contaminants have impacted environmental media, and a relationship between the
findings and the activities that occurred during base operations. All of the contaminants detected were

compared to applicable or relevant and appropriate requirements (ARARs) and screening action levels
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respectively, for soil, sediment, surface water and groundwater. Section 3.1 in Appendix G contains
detailed information on data interpretation for use in estimating the nature and extent of contamination,
evaluating chemical fate and transport, and calculating risk to human health and the ecological
environment. Estimating the nature and extent of contamination and evaluating chemical fate and

transport provide critical information for use in both the human health and ecological risk assessments.

2.3.2 Human Health Risk Assessment

The objectives of the risk assessment were to estimate actual or potential risks to human health from the
presence of contamination in surface soil, subsurface soil, sediment, groundwater, and surface water and

to provide the basis for determining the need for remedial measures for these media.

B&R Environmental conducted a preliminary risk evaluation (PRE) to determine if each of the four SWMUs
required a baseline human health risk assessment. The PRE eliminated unnecessary estimates of risks
for SWMUs that do not pose a current or future human heatlth risk. If the risk screening evaluation showed
that there are incomplete pathways or that chemical concentrations are present at de minimus levels, then
no further human health risk assessment was necessary; this was the case for SWMUs 3 and 9.
However, if the PRE indicated risks that exceeded those appropriate for the future use scenario for a
particular site, then B&R Environmental performed a risk assessment that quantified risks associated with
that SWMU. Such risk assessments were performed for SWMUs 1 and 2.

The risk assessment estimated the potential for human health risk attributable to SWMUs 1 and 2.
Information on the toxicity of the compounds detected in the various media, the distribution of
contamination, potential migration pathways, and a SWMU-specific estimate of chemical intake via

assumed exposure routes were combined to estimate potential risks.

The risk assessment processes were performed in accordance with current EPA risk assessment
guidance (EPA, 1989; EPA, 1991; EPA, 1995a) and as also referenced in the Supplemental RFI/RI
workplan (ABB, 1995a). Detailed procedures for the risk assessment processes are included in
Appendix G, Section 3.2.

AIK-OES-96-6912 2-26 CTO 0007



L0YS-26-SA0MIV

YX 44

4000 OLD

TABLE 2-3

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SOIL

NAS KEY WEST
PAGE10F 3
Most Restrictive
ORNL USEPA RCRA FDEP Res | FDEP Indust. ARAR or SAL

COPCs BTVs!! REG HI BTvs?? ALs® RPRGs* Goals' Goals'® Concentration | Source Units
INORGANICS
Aluminum 600 NA 200,000 783,000 75,000 | >1,000,000 600 |ORNL BTVs mg/kg
Antimony NA NA 32 108 26 220 26 |FDEP Res. Goals mg/kg
Arsenic 60 NA 0.4 0.356 0.8 37 0.356 |RPRGs mg/kg
Barium 3,000 440 5,600 18,900 5,200 84,000 440 |USEPA REG Il BTVs mg/kg
Beryllium NA NA 0.2 0.149 0.2 1.0 0.149 |RPRGs mg/kg
Cadmium 20 NA 40 270 37 600 20 [ORNL BTVs mg/kg
Chromium 0.4 0.0075 400 1,350 290 430 0.0075 |USEPA REGIII BTVs mg/kg
Cobalt 1,000 200 5,000 16,200 4,700 110,000 200 |USEPA REG Iil BTVs mg/kg
Copper 50 NA NA NA NA NA 50 |ORNL BTVs mg/kg
Cyanide NA 0.005 1,600 5,400 1,600 40,000 0.005 |USEPA REG ill BTVs mg/kg
Lead 500 NA 400 NA 500 1,000 400 |RCRA ALs ma/kg
Manganese 100 NA 400 NA 370 5,500 100 |ORNL BTvs mg/kg
Mercury 0.1 NA 20 81 23 480 0.1 |ORNLBTVs mg/kg
Nickel 200 NA 1,600 5,400 1,500 26,000 200 |ORNL BTVs mg/kg
Selenium 70 NA 400 1,350 390 9,900 70 |ORNL BTVs mg/kg
Silver 50 NA 400 1,350 390 9,000 50 |ORNLBTVs mg/kg
Tin 2,000 0.89 50,000 162,000 44,000 670,000 0.89 |USEPA REG Il BTVs mg/kg
Vanadium 20 NA 720 1,890 490 4,800 20 |ORNLBTVs mg/kg
Zinc 200 NA 24,000 81000 23,000 560,000 200 |[ORNL BTVs mg/kg
PESTICIDES/PCBs
4.4'-DDD NA 100 3,000 2,667 4,500 17,000 100 |USEPA REG I BTVs pglkg
4.4'-DDE NA 100 2,000 1,882 3,000 11,000 100 |USEPA REG ill BTVs uglkg
4.4'-DDT NA 100 2,000 1,882 3,100 12,000 100 [USEPA REG I BTVe uglkg
Aldrin NA 100 40 38 60 200 38 |RPRGs ug/kg
Alpha-BHC NA NA 100 102 NA NA 100 [RCRAALs ug/kg
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TABLE 2-3

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SOIL

NAS KEY WEST
PAGE 2 OF 3
Most Restrictive
ORNL USEPA RCRA FDEP Res FDEP Indust. ARAR or SAL

COPCs BTVs!! REG ill BTVs® ALs® RPRGs" Goals® Goals'® Concentration | Source Units
PESTICIDES/PCBs (cont.)
Aroclor-1260 NA NA 20 83 900 3,500 83 |RPRGs Mg/kg
Beta-BHC NA NA 4,000 356 NA NA 356 |RPRGs ug/kg
Endosuifan | NA 100 NA NA 390,000 5,900,000 100 JUSEPA REG I BTVs vg/kg
Endosuifan Il NA 100 4,000 1,620,000 NA NA 100 |USEPA REG Il BTVs Hg/kg
Endosuifan sulfate NA 100 NA NA NA NA 100 |USEPA REG Il BTVs Ha/kg
Endrin NA 100 20,000 81,000 23,000 470,000 100 |USEPA REG HI BTVs ug/kg
Endrin aldehyde NA 100 NA NA 23,000 480,000 100 |USEPA REG ill BTVs ya’kg
Endrin ketone NA 100 NA NA NA NA 100 JUSEPAREG Il BTVs Hg/kg
Gamma-BHC (lindane) NA 100 500 492 NA NA 100 |USEPA REG lil BTVs Ha/kg
Heptachlor epoxide NA 100 80 NA 100 300 80 |RCRAALs yg/kg
Methoxychlor NA 100 NA NA NA NA 100 |USEPAREG I BTVs Hg/kg
Toxaphene NA NA 600 NA 900 3,000 600 |RCRAALs ua/kg
SEMIVOLATILE ORGANIC COMPOUNDS
Acetophenone NA NA 8,000,000 NA NA NA 8,000,000 |RCRAALs ug/kg
Anthracene NA 100 20,000,000 81,000,000 20,000,000 | 300,000,000 100 |USEPA REG !l BTVs Ha/kg
Benzo(a)anthracene NA 100 1000 877 1,400 4,900 100 |USEPA REG Il BTVs Ha’kg
Benzo(a)pyrene NA 100 959 88 100 500 88 |RPRGs yg/kg
Benzo(b)fluoranthene NA 100 959 877 1,400 5,000 100 |USEPA REG Il BTVs pa/kg
Benzo(g,h,i)perylene NA 700 NA NA 14,000 50,000 100 |USEPA REG Il BTVs Hg/kg
Benzo(k)fluoranthene NA 100 10,000 8,767 14,000 48,000 100 |USEPA REG lll BTVs ug/kg
Bis(2-ethylhexyl)phthalate NA NA 6,000 45714 48,000 110,000 6,000 {RCRAALs Ha/kg
Chrysene NA 100 9,590 87,671 140,000 500,000 100 |USEPA REG il BTVs Ha/kg
Di-n-butyl phthalate NA NA 8,000,000 NA 7,300,000 | 140,000,000 8,000,000 |RCRAALs ug/kg
Dibenzo(a,h)anthracene NA 100 100 88 100 500 88 |RPRGs Ha/kg
Fluoranthene NA 100 3,360,000 10,800,000 2,900,000 48,000,000 100 |USEPA REG !l BTVs ua/kg

16/1¢/L0
A



L0¥5-26-SA0MIV

62-C

)

~
~!

£000 0L

TABLE 2-3

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SOIL

NAS KEY WEST

PAGE3 OF 3
Most Restrictive
ORNL USEPA RCRA FDEP Res | FDEP iIndust. ARAR or SAL

COPCs BTVs!" REG il BTVs®? ALs® RPRGs"¥ Goals® Goals'® Concentration | Source Units
SEMIVOLATILE ORGANIC COMPOUNDS (cont.)
Hexachlorophene NA NA 20,000 NA NA NA 20,000 |JRCRA ALs Hg/kg
Indeno(1,2,3-cd)pyrene NA 100 1,000 877 1,400 5,000 100 |[USEPA REG Il BTVs ug/kg
Naphthalene NA NA 3,200,000 NA 1,300,000 12,000,000 1,300,000 |FDEP Res Goals Hg/kg
Pyrene NA 100 2,400,000 8,100,000 2,200,000 41,000,000 100 |[USEPA REG il BTVs ug/kg
VOLATILE ORGANIC COMPOUNDS
1,1,2,2-tetrachloroethane NA 300 35,000 3,200 900 1,400 300 {(USEPAREG Il BTVs ug/kg
1,1,1,2-tetrachloroethane NA NA 300,000 NA 5,900 8,900 5,900 |[FDEP Res Goals ug/kg
1,2,3-trichloropropane NA NA 500,000 1,620,000 NA NA 500,000 |RCRA ALs uglkg
2-butanone NA NA 48,000,000 | 162,000,000 2,200,000 15,000,000 2,200,000 |FDEP Res Goals ug/kg
Acetone NA NA 8,000,000 | 27,000,000 260,000 1,800,000 260,000 |FDEP Res Goals Ha/kg
Acetonitrile NA NA 500,000 1,620,000 NA NA 500,000 |RCRA Als ug/kg
Cis-1,2-dichloroethene NA 300 800,000 2,700,000 26,000 180,000 300 |USEPAREG Il BTVs ug/kg
Ethylbenzene NA 100 8,000,000 | 27,000,000 1,400,000 10,000,000 100 |USEPA REG IlI BTVs ug/kg
Methylene chioride NA 300 93,300 86,333 16,000 23,000 300 |[USEPAREG Il BTVs ug/kg
Toluene NA 100 16,000,000 { 54,000,000 520,000 3,500,000 100 |USEPA REG lll BTVs ug’kg
Trans-1,4-dichloro-2-butene NA 1,000 NA NA NA NA 1,000 |USEPA REG lli BTVs vg/kg
Xylenes (total) NA 100 | 160,000,000 540,000,000{ 13,000,000 92,000,000 100 [USEPA REG Il BTVs pa/kg

DA WN =

Oak Ridge National Laboratory Benchmark Toxicity Value (Will and Suter, 1994).
USEPA Region Hl Benchmark Toxicity Values (EPA, 1995e).
40 CFR Part 264 Proposed RCRA Action Levels for Soil.
Residential/Preliminary Remediation Goals (IT, 1994).
Florida Department of Environmenta! Protection Residential Soil Cleanup Goals (FDEP, 1995b and 1996).
Florida Department of Environmental Protection Industrial Soil Cleanup Goals (FDEP, 1995b and 1996).
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TABLE 24

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SEDIMENT

NAS KEY WEST
PAGE 1 OF 3
Most restrictive
FDEP EPA USEPA ARAR or SAL

COPCs Criteria®¥ | REG IV? | Federal® | ER-L® | ER-M® sQB® Other RCRA ALs!” [ Concentration |  Source Units
INORGANICS
Aluminum NA NA NA NA NA NA NA 200,000 200,000 RCRA ALs mg/kg
Antimony NA 12 NA 2 NA NA NA 32 2 ER-L mg’kg
Arsenic 7.24 7.24 NA 8.2 70 NA NA 0.4 04 RCRA ALs mg/kg
Barium NA NA NA NA NA NA 400 5,600 40 OTHER mg/kg
Beryllium NA NA NA NA NA NA NA 0.2 0.2 RCRA ALs mg/kg
Cadmium 0.676 1 NA 1.2 9.6 NA NA 40 0.676 |FDEP mg/kg
Chromium 52.3 52.3 NA 81 370 NA NA 400 52.3 EPA REG IV mg/kg
Cobalt NA NA NA NA NA NA NA 5,000 5,000 RCRA ALs mg/kg
Copper 18.7 18.7 NA 34 270 NA NA ) NA 18.7 EPA REG IV mg/kg
Cyanide NA NA NA NA NA NA 0.109 1,600 0.1 OTHER malkg
Lead 30.2 30.2 NA 47 218 NA NA 400 30.2 EPA REG IV mg/kg
Manganese NA NA NA NA NA NA 460 400 400 RCRA ALs mag/kg
Mercury 0.13 0.13 NA 0.15 0.7% NA NA 20 0.13 |EPAREGIV mg/kg
Nickel 15.9 15.9 NA 21 51.6 NA NA 1,600 15.9 EPA REG IV mg/kg
Selenium NA NA NA NA NA NA NA 400 400 RCRA ALs mg/kg
Silver 0.733 2 NA 1 37 NA NA 400 0.733 |FDEP mg/kg
Vanadium NA NA NA NA NA NA NA 720 720 RCRA ALs mg/kg
Zinc 124 124 NA 150 410 NA NA 24,000 124 EPA REG IV mg/kg
PESTICIDES/PCBs
4.4'-DDD NA 33 NA 1.6 46 NA NA 3,000 1.6 ER-L va/kg
4.4'-DDE 1.22 3.3 NA 22 27 NA NA 2,000 1.22 |FDEP ug/kg
4.4'-DDT 2.07 33 NA 1.6 46 NA NA 2,000 1.6 ER-L pglkg
Aldrin NA NA NA NA NA NA NA 40 40 RCRA ALs uglkg
Beta-BHC NA NA NA NA NA NA 50 NA 5 OTHER uglkg
Deita-BHC NA NA NA NA NA NA 30 NA 3 OTHER pglkg
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TABLE 24

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SEDIMENT

NAS KEY WEST
PAGE 2 OF 3
Most restrictive
FDEP EPA USEPA ARAR or SAL

COPCs Criteria" | REG IV® | FederaL® | ER-LY | ER-M® sQs® Other RCRA ALs" [ Concentration |  Source Units
PESTICIDES/PCBs (cont.)
Dieldrin 0.715 33 95 NA NA NA NA 40 0.715 |FDEP Ha/kg
Endosulfan | NA NA NA NA NA 54 NA NA 54 USEPA SQB ug/kg
Endosulfan I NA NA NA NA NA NA NA 4,000 4,000 RCRA ALs ug/kg
Endrin NA 33 35 NA NA NA NA 20,000 33 EPA REG IV ug/kg
Endrin aldehyde NA NA 35 NA NA NA NA 35 FEDERAL Ma/kg
Gamma-BHC (lindane) NA NA NA NA NA NA NA 500 500 RCRA ALs Ha/kg™
Heptachlor NA NA NA NA NA NA NA 200 200 RCRA ALs pa/kg
Heptachlor epoxide NA NA NA NA NA NA NA 80 80 RCRA ALs vg’kg
Toxaphene NA NA NA NA NA NA NA 600 600 RCRA ALs ug/kg
SEMIVOLATILE ORGANIC COMPOUNDS
Acetophenone NA NA NA NA NA NA NA 8,000,000 8,000,000 RCRA ALs Mg/kg
Benzo(a)pyrene 88.8 330 NA 430 1,600 NA NA 95.9 88.8 FDEP Hg/kg
Benzo(b)fluoranthene NA NA NA 330 1,700 NA NA 959 330 ER-L Hg'kg
Benzo(g,h,i)perylene NA NA NA 330 1,700 NA NA NA 330 ER-L ug’kg
Bis(2-ethythexyl)phthalate | 182 182 NA NA NA NA 890,000,000 6,000 182 EPAREG IV ug/kg
Chrysene 108 330 NA 384 280 NA NA 9,590 108 FDEP Ha/kg
Di-n-butyl phthalate NA NA NA NA NA 11,000 NA 8,000,000 11,000 USEPA SQB Hg/kg
Dibenzo(a,h)anthracene 6.22 330 NA 63.4 260 NA NA NA 6.22 |FDEP nglkg
Fluoranthene 113 330 1,400 600 5,100 NA NA 3,360,000 113 FDEP ug’kg
Hexachlorophene NA NA NA NA NA NA NA 20,000 20,000 RCRA ALs Hg/kg
Indeno(1,2,3-cd)pyrene NA NA 655 1,700 9,600 NA NA 1,000 655 FEDERAL Ha/kg
Pyrene 163 330 NA 665 2,600 NA NA 2,400,000 153 FDEP ug’kg
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TABLE 2-4

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs) AND
SCREENING ACTION LEVELS (SALs) FOR SEDIMENT

NAS KEY WEST
PAGE 3 OF 3
Most restrictive
FDEP EPA USEPA ARAR or SAL

COPCs Criteria¥ | REG IV? | Federal®® | ER-L¥ | ER-M® sQB® Other RCRA ALs") | Concentration |  Source Units
VOLATILE ORGANIC COMPOUNDS
2-butanone NA NA NA NA NA NA NA 48,000,000  |48,000,000 RCRA Als ua/kg
Acetone NA NA NA NA NA NA 64 8,000,000 64 OTHER ug/kg
Carbon disulfide NA NA NA NA NA NA 1300) 8,000,000 13 OTHER Hg/kg
Cis-1,2-dichloroethene NA NA NA NA NA NA 230 800,000 23 OTHER Ha/kg
Methacrylonitrile NA NA NA NA NA NA NA 8,000 8000 RCRA ALs Hg/kg
Methylene chloride NA NA NA NA NA NA 42700 93,300 427 OTHER pg/kg
Tetrachloroethene NA NA NA NA NA 530 NA 800,000 530 USEPA SQB ug/kg
Toluene NA NA NA NA NA 670 NA 16,000,000 670 USEPA SQB Hg/kg
Xylenes (total) NA NA NA NA NA 25 NA 160,000,000 25 USEPA SQB Ha’kg
1 Florida Department of Environmental Protection Sediment Quality Guideline (FDEP, 1994).
2 EPA Region IV Sediment Screening Values (EPA, 1995e).
3 Federal Sediment Quality Screening Criteria (EPA, 1996).
4 Effects Range-Low (Long et. al., 1995; Long and Morgan, 1991).
5 Effects Range-Medium (Long et. al., 1995; Long and Morgan, 1991).
6 USEPA Sediment Quality Benchmark (EPA, 1996).
7 40 CFR Part 264 Proposed RCRA Action Levels for Soil.
8 Baudo, et. al., 1990.
9 Hull And Suter, 1994,
10 OME, 1992.
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TABLE 2-5

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARSs)
AND SCREENING ACTION LEVELS (SALs) FOR SURFACE WATER

NAS KEY WEST
PAGE 1 OF 2
Most Restrictive
FDEP EPA National REG il REG Hll RCRA ARAR or SAL

COPCs Criteriat" Criteria® Criteria®® Marine® Fresh'® ALs® [Concentration | Source Units
HERBICIDES
,2,4—D [ 100 NA 7 NA NA AL NA NA L 100 ]FDEP Criteria | pg/LJ
INORGANICS
Aluminum 1,500 NA NA NA NA NA 1,500 FDEP Criteria pg/L
Antimony 4,300 NA NA NA NA 10 10 RCRA AL ug/l
Arsenic 50 36 36 NA NA 50 36 EPA Criteria Hg/L
Barium NA NA NA 10,000 NA 1,000 1,000 RCRA AL pg/L
Beryllium 0.13 NA NA NA NA 0.008 0.008 |RCRAAL pg/L
Cadmium 9.3 9.3 9.3 NA NA 10 9.3 EPA Criteria pg/L
Copper 29 29 24 NA NA NA 24 National Criteria | pg/L
Cyanide 1 NA 1 NA NA 700 1 FDEP Criteria Hg/L
Lead 56 8.5 8.1 NA NA 50 5.6 FDEP Criteria ug/L
Manganese NA NA NA 10 NA NA 10 REG Il Marine Ha/L
Mercury 0.025 0.025 1.1 NA NA 2 0.025 |EPA Criteria ug/L
Nickel 8.3 8.3 8.2 NA NA 700 8.2 National Criteria | pg/L
Sulfide NA 2 NA NA NA NA 2 EPA Criteria ug/L
Thallium 6.3 213 NA NA NA NA 6.3 FDEP Criteria ug/L
Tin NA NA NA 0.01 NA NA 0.01 REG 1l Marine ug/L
Vanadium NA NA NA 10,000 NA NA 10,000 REG il Marine pg/L
Zinc 86 86 81 NA NA NA 81 National Criteria | pg/L
PESTICIDES/PCBs
4,4'-DDD 0.001 0.025 NA NA NA 0.1 0.025 |FDEP Criteria pg/L
4,4'-DDT 0.0006 0.001 NA NA NA 0.1 0.0006 |FDEP Criteria pg/L
Beta-BHC 0.046 NA NA NA NA 0.2 00468 IFDEP Criteria pg/L
Heptachlor 0.00021 0.0036 NA NA NA 0.008 0.00021 |FDEP Criteria pg/L
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TABLE 2-5

APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARs)
AND SCREENING ACTION LEVELS (SALs) FOR SURFACE WATER

NAS KEY WEST
PAGE 2 OF 2
Most Restrictive
FDEP EPA National REG I REG HI RCRA ARAR or SAL

COPCs Criteria" Criteria®® Criteria®® Marinet Fresh'® ALs® [Concentration | Source Units
SEMIVOLATILE ORGANIC COMPOUNDS
Bis(2-ethyhexyl)phthalate NA NA NA 360 NA 3 3 RCRA AL pg/l.
Chrysene 31 NA NA NA NA NA 31 FDEP Criteria pg/L
Di-n-butyl phthalate NA NA NA 34 NA 4,000 34 REG |li Marine ug/L
Fluoranthene 370 NA NA NA NA NA 370 FDEP Ciriteria Hg/L
Pyrene 11,000 NA NA NA NA NA 11,000 FDEP Criteria ug/L
VOLATILE ORGANIC COMPOUNDS
Acetone NA NA NA 90,000,000 | 4,000 4,000 RCRA AL ug/L
Carbon disulfide NA NA NA 2 NA 4,000 2 REG I Marine ug/L
Methylene chloride 1,580 NA NA NA NA 5 5 RCRA AL Hg/L.
1 Florida Department of Environmental Protection Surface Water Quality Criteria (FDEP, 1995a).
2 USEPA Region IV Chronic Surface Water Screening Values (EPA, 1995d).
3 National Ambient Water Quality Standards (EPA, 1996).
4 USEPA Region Hll Marine Standards (EPA, 1995e).
5 USEPA Region il Fresh Water Standards (EPA, 1995e).
6 40 CFR Part 264 Proposed RCRA Action Levels for Water.
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TABLE 2-6
APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARS)
AND SCREENING ACTION LEVELS (SALs) FOR GROUNDWATER
NAS KEY WEST
PAGE 1 OF 2
Most Restrictive
ARAR or SAL
COPCs MCL"! |FL MCL'® |RCRA AL® |FDEP GC* Concentration | Source Units
HERBICIDES
{Methyl parathion I NA | NA ] 9 | NA 9 |RCRA AL I poil ]
INORGANICS
Aluminum NA 200 NA NA 200 FL MCL ug/L
Antimony 6 6 10 29 6 MCL ug/L
Arsenic 50 50 50 50 50 MCL yg/L
Barium 2,000 | 2,000 1,000 1,000 1,000 RCRA AL ug/L
Beryllium 4 4 0.008 5 0.008 RCRA AL ug/L
Cadmium 5 5 10 10 5 MCL po/L
Chromium 100 100 NA 50 50 FDEP GC ug/L
Copper 1,300 1,000 NA 1,000 1,000 FL MCL ug/L
Cyanide 200 200 700 154 154 FDEP GC Mg/l
Lead 15 15 50 50 15 MCL pg/L
Manganese 50 50 NA 50 50 MCL yg/L
Mercury 2 2 2 2 2 MCL ua/L
Selenium 50 NA NA NA 50 MCL ug/L
Silver NA 100 50 50 50 RCRA AL ug/L
Thallium 2 2 NA 10 2 MCL pg/l.
Zinc NA 5000 NA 5,000 5,000 FL MCL pg/L
PESTICIDES/PCBs
4,4'-DDD NA NA 0.1 NA 0.1 RCRA AL pg/L
4,4-DDE NA NA 0.1 NA 0.1 RCRA AL ug/lL
4,4-DDT NA NA 0.1 0.1 0.1 RCRA AL ug/L
Aldrin NA NA 0.002 0.05 0.002 RCRA AL ug/L
Alpha-BHC NA NA 0.006 0.05 0.006 RCRA AL g/l
Beta-BHC NA NA 0.2 0.05 0.05 FDEP GC ug/l
Delta-BHC NA NA NA 0.05 0.05 FDEP GC pg/L
Dieldrin NA NA 0.002 0.05 0.002 RCRA AL ug/L
Endrin 2 NA NA NA 2 MCL pg/L
SEMIVOLATILE ORGANIC COMPOUNDS
1,2,4-trichlorobenzene 70 NA 700 NA 70 MCL g/l
1,2-dichlorobenzene 600 600 NA 10 10 FDEP GC Hg/L
1,3-dichlorobenzene 600 600 NA 10 10 FDEP GC ug/L
1,4-dichlorobenzene 75 75 NA 75 75 MCL pg/L
2,4-dimethylphenol NA NA NA 400 400 FDEP GC pg/L
3,3-dimethylbenzidine NA NA 0.08 NA 0.08 RCRA AL Wg/L
Acenaphthylene NA NA NA 10 10 FDEP GC pg/L
Benzo(a)pyrene 0.2 NA NA NA 0.2 MCL pg/L
Benzo(k)fluoranthene 0.2 NA NA 10 0.2 MCL ug/L
Bis(2-ethylhexyl)phthalate [ 6 3 14 3 RCRA AL g/l
Chrysene NA NA NA 10 10 FDEP GC ug/L
Diethy| phthalate NA NA 30,000 NA 30,000 RCRA AL ug/L
Fluorene NA NA NA 10 10 FDEP GC ug/L
Naphthalene NA NA NA 10 10 FDEP GC yg/L
Phenanthrene NA NA NA 10 10 FDEP GC pg/L
Pyrene NA NA NA 10 10 FDEP GC ug/L
AIK-OES-97-5407 2-35 CTO 0007
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TABLE 2-6
APPLICABLE OR RELEVANT AND APPROPRIATE REQUIREMENTS (ARARSs)
AND SCREENING ACTION LEVELS (SALs) FOR GROUNDWATER
NAS KEY WEST
PAGE 2 OF 2
Most Restrictive
ARAR or SAL

COPCs MCL!" |FL MCL!? |[RCRA AL® IFDEP GC*¥ Concentration | Source Units
VOLATILE ORGANIC COMPOUNDS
1,1,1-trichioroethane 200 200 3,000 200 200 MCL Mg/l
1,1,2,2-tetrachloroethane NA NA 2 NA 2 RCRA AL g/l
1,1,2-trichloroethane 5 NA 6 NA 5 MCL pg/L
1,1-dichloroethane NA NA NA 2,400 2,400 FDEP GC Hg/L
1,1-dichloroethene 7 NA NA NA 7 MCL ug/L
1,2-dichloroethane 5 NA NA NA 5 MCL Mg/l
1,2-dichloroethene (total) 170 NA NA 4.2 4.2 FDEP GC Mg/l
1,2-dichioropropane 5 NA NA NA 5 MCL pg/L
2-butanone NA NA 2,000 170 170 FDEP GC pg/L
Acetone NA NA 4,000 700 700 FDEP GC pg/L
Benzene 5 1 NA 1 1 FL MCL pg/L
Bromodichloromethane 100 NA 0.03 NA 0.03 RCRA AL pg/L
Bromoform 100 NA 700 NA 100 MCL pg/L
Bromomethane NA NA 50 NA 50 RCRA AL pg/L
Carbon disulfide NA NA 4,000 4,000 4,000 RCRA AL pg/L
Carbon tetrachloride 5 NA 0.3 NA 0.3 RCRA AL ug/L
Chlorobenzene NA 100 700 10 10 FDEP GC ug/L
Chlorodibromomethane 100 NA NA NA 100 MCL ug/L
Chloroform 100 NA 6 NA 6 RCRA AL pg/l
Cis-1,2-dichloroethene 70 70 NA 4.2 4.2 FDEP GC pg/L
Ethylbenzene 700 700 4,000 2 2 FDEP GC ug/L
m-Xylene 10,000 NA NA NA 10,000 MCL pg/L
Methylene chloride NA NA 5 5 5 RCRA AL ug/L
o+p-Xylenes 10,000 NA NA NA 10,000 MCL pg/L
Styrene 100 NA 7,000 NA 100 MCL pg/L
Tetrachloroethene 5 NA 0.7 NA 0.7 RCRA AL ug/L
Toluene 1,000 1,000 10,000 240 240 FDEP GC Hg/L
Trans-1,2-dichloroethene 100 100 NA 4.2 4.2 FDEP GC ug/L
Trichloroethene 5 NA NA NA 5 MCL ug/L
Vinyi chioride 2 1 NA 1 1 FL MCL ug/L
Xylenes (total) 10,000 [10,000 70,000 50 50 FDEP GC pg/L
1 Safe Drinking Water Act Maximum Contaminant Level (EPA, 1995c).
2  Florida Maximum Contaminant Level (IT, 1994).
3 40 CFR Part 264 Proposed RCRA Action Levels for Water.
4 Florida Department of Environmental Protection Guidance (FDEP, 1989).
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233 Ecological Risk Assessment

The three main objectives of an RFI/RI are to characterize the nature and extent of contamination at a
site, assess potential risks to human health, and assess potential risks to the environment. IT Corporation
conducted preliminary screening-level ecological risk assessments at 12 sites as part of its initial RFI/RI at
NAS Key West between 1992 and 1994 (IT Corporation, 1994). Potential ecological risks at each site
were grouped as “low,” "medium,” or "high." Table 2-7 lists specific results from this ecological risk
grouping. As a result of these conclusions and existing knowledge of the sites, and in consultation with
FDEP, additional ecological study was recommended at several sites to determine potential ecological
risks from site-related contaminants. Of these 12 sites, SWMUs 1, 2, and 3 were prioritized by FDEP for
initial Phase |l ecological study. Ecological risks at SWMU 1 were designated as "high" in the Phase |
assessment. Contaminants that posed significant potential ecological risks at SWMU 1 included metals,
polycyclic aromatic hydrocarbons (PAHs), and pesticides in various media, particularly in surface water
and soils. Potential ecological risks at SWMU 2 were also categorized as "high" in the Phase |
assessment. Pesticides in sediments and soils were determined to pose the highest potential risks to
ecological receptors at this site, and elevated concentrations of some metals were also detected in
sediments and soils. For SWMU 3, potential risks were designated as "low." Metals in surface water and
sediment were determined to pose the greatest potential risks, and some pesticides, volatile organic
compounds (VOCs), and PAHs in sediments were determined to pose significant potential risks. In
addition to the Phase | RFI/RI activities at the 12 sites mentioned above, an assessment of groundwater
contamination was conducted at SWMU 9, the Jet Engine Test Cell, by ABB Environmental Services
(ABB, 1984). Elevated levels of VOCs and semivolatile organic compounds (SVOCs) were detected in
site groundwater. Although this site is located next to an inlet of Florida Bay, ecological risks to fish were
not investigated because the fish present have open access to ocean waters. Benthic oysters were
sampled in place because they are not mobile.

As part of additional Phase !l ecological study, toxicity testing using site-specific media samples and tissue
analysis using site-specific biological samples were proposed by B&R Environmental to further investigate
the potential risks to ecological receptors at SWMUs 1 and 2. Subsequent to this recommendation and in
consultation with the Navy, FDEP, and EPA, toxicity testing and tissue analysis were also proposed at
SWMUs 3 and 9, along with an initial screening-level assessment at SWMU 9, where no previous
ecological investigations had been performed to address FDEP comments. These tests, along with
additional sampling and chemical analysis of relevant media at all four SWMUs formed the basis of
Phase |l investigations. Detailed procedures for the ecological risk assessment processes are included in
Appendix G, Section 3.3.
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TABLE 2-7

RANKING OF 12 SITES BASED ON RFI/RI

PRELIMINARY SCREENING OF ECOLOGICAL RISK®™
SUPPLEMENTAL RFI/RI WORKPLAN

B B F B 8 B 8 W

LA A2 AN 4N

NAS KEY WEST

Preliminary
Ecological Rank Site Number Site Name

High IR Site-1 Truman Annex Refuse Disposal Area
IR Site-7 Fleming Key North Landfill
IR Site-8 Fleming Key South Landfill
SWMU-1 Boca Chica Open Disposal Area
SWMU-2 Boca Chica 4,4'-DDT Mixing Area

Medium SWMU-5 Boca Chica AIMD Building A-990
SWMU-7 Boca Chica Building A-825
AOC-A® Demolition Key Open Disposal Area
AOC-B® Big Coppitt Key Abandoned Civilian Disposal Area

Low SWMU-3 Boca Chica Fire-Fighting Training Area
SWMU-4 Boca Chica AIMD Building A-980
IR Site-3 Truman Annex 4,4'-DDT Mixing Area

1 Source: IT Corporation, 1994.
2 Ranked by ABB.

Notes: RFI/RI = Resource Conservation and Recovery Act (RCRA) Facility Investigation and
Remedial Investigation.
PRE = Preliminary Risk Evaluation.
IR = Installation Restoration.

SWMU = Solid Waste Management Unit.

DDT = Dichlorodiphenyitrichioroethane.
AIMD = Aircraft Intermediate Maintenance Department.

AOC = Area of Concern.

AlK-OES-97-5407
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24 DETERMINATION OF BACKGROUND LEVELS

Background levels are a necessary component of an RFI/RI. Knowledge of levels of constituents in
background areas is necessary in order to evaluate whether contaminants detected at a site have been
released from that source or were previously present. Also, background levels are very significant in
determination of human health and ecological risk.

The background data set consisted of samples collected from site-specific locations (SWMU 1, SWMU 2,
SWMU 3, SWMU 4, and SWMU 7) and from three facility-wide locations chosen to represent Boca Chica
Key as a whole (BG 1, BG 2, and BG 3). The facility-wide background locations were selected based
upon a review of historical maps, historical aerial photographs, and field visits. Groundwater, surface
water, sediment, and soil samples were collected from the site-specific background locations. Al each of
the three facility-wide locations, soil, sediment, surface water, and biological samples were collected for
chemical analysis, while sediment, surface water, and soil samples were collected for toxicity tests.
Biological samples consisted of fish at BG 1, BG 2, and BG 3, and mangrove oysters at BG 3.

The development of the background data set occurred in three general steps. In the first step, potentially
usable background locations were selected based on physical location, and data from the previous studies
were combined with samples collected during January 1996. This step included the discarding of data
collected by previous contractors from areas that could have been affected by site operations. The
second step involved the removal of data that could bias the statistical results. For example, data outliers
(constituents detected at unusually high values when compared to other background samples) were
removed from the background data set. The third step involved the statistical evaluation of the final

background data set.

For the ecological and human heaith risk assessments, inorganic contaminants in soil, sediment,
groundwater (ecological risk assessment only) and surface water whose maximum detected concentration
was less than twice the average background concentration were excluded as contaminants of potential
concern for that particular medium. Concentrations of analytes in fish and oyster tissue collected at
background sites were compared to values collected in the same species at SWMUs 1, 2, 3, and 9 in the
ecological risk assessment for each SWMU. The results of toxicity tests performed using samples
collected from some background sites were unclear, and thus, were not used in the ecological risk
assessment. Instead, to interpret the results of the toxicity tests, the results using SWMU-related samples
were compared to the results of tests conducted using laboratory controls.
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A detailed explanation of the development and use of the background data set can be found in Section 4.0
of Appendix G (Procedures) and in Appendix J (Background Report for Boca Chica Key).

The background data set for Boca Chica Key appears sufficient for an accurate characterization of
background conditions.
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3.0 BASE ENVIRONMENTAL SETTING

3.1 CLIMATE AND METEOROLOGY

Of the Florida Keys, the lower Keys have the lowest rainfall, 35 to 40 inches per year, with an average
annual rainfall of 39.4 inches. Temperature is fairly uniform across the Florida Keys with a July average
temperature of 84 degrees Fahrenheit (°F), a January average temperature of 64 to 70°F, and ar average
annual temperature of 76.3°F. Freezing temperatures are rare in the Florida Keys due to the proximity to
the Gulf Stream and the Gulf of Mexico, both of which modify advancing cold fronts. Freezes, when they
occur, have the long-lasting effect of killing cold-sensitive species that might otherwise become
established. Easterly tradewinds and sea breezes suppress summer heat from June to September
(IT Corporation, 1994).

Hurricanes normally form in the warm, moist air over the tropical seas around the Lesser Antilles and
occasionally in the Caribbean. They tend to move in a westerly to northwesterly direction, gradually
turning northward and eastward. Most hurricanes that approach Key West do so from the south and east.
Severe hurricanes have struck Key West from each direction. Tidal flooding causes an estimated
75 percent of all damage that occurs during a hurricane (IT Corporation, 1994).

Precipitation is characterized by dry and wet seasons. From December through May, the Keys receive
approximately 25 percent of their annual precipitation total. Approximately 75 to 80 percent of the annual
rainfall falls from June through November. Rainfall usually occurs in advance of a cold front in the form of
a few heavy showers, occasionally five to eight light showers per month. Overland flow or storm drains
that drain approximately 50 percent of the island’s surface area carry rainfall runoff from Key West to the

tidal waters; however, much of the rainfall percolates directly into the subsurface (IT Corporation, 1994).
3.2 TOPOGRAPHY

The Naval Air Station (NAS) Key West Complex is in the southeastern Coastal Plain physiographic
province. The topography of the Coastal Plain in southern Florida is controlled by a series of ancient

marine reefs that formed during the Pleistocene period when the sea level was higher than it is at present
(ABB, 1995a).

Ground elevations in the Key West area average between 4 and 5 feet above mean sea level (ms!), and

the highest point on Key West is approximately 18 feet above msl. The area is characterized by a sparse
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veneer of residual soil and surface vegetation overlying eroded limestone. The topography of the lower
Keys is generally smooth and flat in the center of the key and slopes gently toward the shoreline. With the
exception of central Key West, most areas are within the 100-year floodplain (ABB, 1995a).

3.3 SURFACE-WATER HYDROLOGY

The surface-water regime in the Florida Keys is dominated by the surrounding saltwater bodies, the
Atlantic Ocean and the Gulf of Mexico. The Florida Department of Environmental Protection (FDEP)
classifies surface water in the Florida Keys as Class G-lil Waters - Recreational, Propagation and
Management of Fish and Wildlife. In the immediate area of NAS Key West are the Great White Heron
National Wildlife Refuge and the Key West National Wildlife Refuge, which FDEP classifies as
Outstanding Florida Waters and which receive the highest degree of protection by the State. These

waters are of exceptional recreational and ecological significance to the residents of Florida (ABB, 1995a).

Freshwater recharge in the lower Keys occurs directly through rainfall. The nearly flat topography and
porous nature of exposed limestone allows much of the rainfall to infiltrate to shallow groundwater tables,
forming freshwater lenses. Remaining rainfall is carried to tidal waters by overiand flow or storm drains in
most of the more developed areas. Accelerated runoff and increased saltwater intrusion from canals,
housing, dewatering (as a mosquito control measure), and marinas decrease the freshwater lens on the
Florida Keys, shorten the period that residents can draw on freshwater supplies, and affect water quality.
During the dry season, freshwater tends to disappear quickly by seepage to the sea and evaporation.
Evaporation exerts an important effect on the Florida Keys' hydrologic budget, with transpiration affecting

a more localized and confined area on individual islands (ABB, 1995a).

34 GEOLOGY AND SOIL

3.4.1 Geology of the Lower Florida Keys

The lower Keys, which are within the southern or distal geomorphic division of Florida, were formed during
the Pleistocene era. Commonly referred to as the "Oolite Keys," they are underlain by the Oolitic Member
(Miami Oolite) of the Miami Limestone. The Oolitic Member consists of variably sandy, fossiliferous
limestone composed primarily of ooids (spherical calcareous grains 0.25 to 2.0 mm in diameter) that were
created through eustatic elevation of the limestone. In the lower Keys, the Oolitic Member consists of the
Ooid Calcarenite and the Oomoldic-recrystalline lithofacies. The Ooid Calcarenite lithofacies consists of
very fine to coarse sand-size, spherical carbonate grains concentrically laminated around a silt size to fine

sand size nucleus. The Oomoldic-recrystalline lithofacies consists of slightly sandy to very sandy well- to
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moderately well-consolidated micritic calcite. The Miami Oolite conformably overlies the Key Largo
Limestone, a geologic unit consisting of light gray to light yellow coralline limestone comprised of coral
heads encased in a matrix of calcarenite.

According to ABB, Hoffmeister reported that the Miami Oolite is 27 feet thick. In addition, the Key Largo
limestone is greater than 270 feet thick in the western portion of Key West. Figure 3-1 shows a geologic

cross-section of the Florida Keys (ABB, 1995a).

34.2 Soils

Undisturbed soil in the Keys consists of shallow marl over limestone with the substrate rock outcropping at
the surface. Many areas of the Florida Keys, such as Fleming Key, have been filled and graded. The
soils on Boca Chica Key are primarily rockland with some filled areas and mangrove swamps. Other
major soil groups on Boca Chica Key are Uthorthents, which consist of gravely sand and mari, and

Cudjoe, which consists of marl and weathered bedrock (ABB, 1995a). Figure 3-2 is a general soils map of

Boca Chica Key.
35 HYDROGEOLOGY
3.5.1 Hydrogeology and Water Quality of the Surficial Aquifer

The surficial aquifer system that occurs in the lower Keys consists of the Oolitic Member, which is very
porous and highly permeable due to the dissolution of carbonate by groundwater as it recharges the
aquifer system. The aquifer is tidally controlled and fluctuates constantly. It is extremely porous, and
solution holes and caverns are ubiquitous. The Tamiami Formation lies below the Key Largo Limestone
unit, between 300 and 900 feet below land surface (bls). The formation contains mineralized water that
does not meet Florida drinking water standards. Underlying the Tamiami Formation are the Hawthorn and
Tampa Formations, which together act as an aquiclude confining the underlying limestone units. Below
the confining units of the Hawthorn and Tampa Formations is the Suwannee Limestone, a fossiliferous
limestone representing the top of the water-producing zone in the Florida Keys. The water is of adequate
quality for drinking after treatment. The Avon Park Limestone is 1,300 feet bls and, although it has a
higher transmissivity than the Suwannee Limestone and supplies large quantities of drinking water in
central Florida, the quality of water from this formation is poor in the Florida Keys (ABB, 1995a).
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The unconfined surficial aquifer consists of the highly permeable, porous, solution-riddied Miami Oolite,
which allows recharge from rainfall to seep quickly to the ocean and saltwater to intrude easily to the
aquifer. The surficial aquifer is the principal aquifer of concern in Key West because of its use as a
potable water resource to a limited extent (although not at NAS Key West) and because it is a
groundwater-to-surface-water contaminant migration route. The water table ranges in depths from 0.8 to
2.4 feet below msl at the center of Key West and from 0.4 to 2.2 feet below ms| near the coast. The water
table fluctuates diurnally because of tidal effects. Head differentials associated with tidal variations near
the shore can further accelerate groundwater movement in the area. A reconnaissance water-quality
sampling study completed in 1990 by the U.S. Geological Survey in cooperation with the South Florida
Water Management District indicates that the freshwater lens contains nonpotabie water (ABB, 1995a).
The State of Florida classifies groundwater in unconfined aquifers that have a total dissolved solids
content of 10,000 milligrams per liter (mg/L) or greater as Class G-lll (nonpotable water). There are no
freshwater public or registered domestic wells on NAS Key West (ABB, 1995a); however, surficial aquifer
wells are reportedly in use by domestic residences on Boca Chica and Key West for nonpotable uses
such as flushing water. Two residences on Boca Chica Key are reported to use groundwater for non-
potable purposes. These residences are approximately 800 feet southeast of Solid Waste Management
Unit (SWMU) 1. The City Engineer of Key West also reports that water from some of these types of wells
might be used for drinking after such treatment as reverse osmosis. The freshwater lens averages 5 feet
in thickness below the center of the western half of Key West. The lens contains between 20 and
30 million gallons of fresh water, depending on the season. Underlying the freshwater lens is a 40-foot

transition zone of brackish water (ABB, 1995a).

3.6 POTABLE WATER SUPPLY

Potable water is supplied to all the Florida Keys by the Florida Keys Aqueduct Authority (FKAA). The
water is drawn from wells near Florida City in southeastern Dade County and pumped 130 miles through a
water main that parallels U.S. Highway No. 1 and terminates in Key West. Water is distributed along the
length of the main. In 1984, the FKAA supplied the City of Key West with an average flow of 11.7 million
galions per day (mgd). The Navy received 14.35 percent of the average flow (ABB, 1995a). In some
instances, potable water is also obtained by rainwater catchment (the only source prior to the construction

of the pipeline in the 1940s).

Alternative sources of potable and nonpotable water used in the Florida Keys include private cisterns,

private wells, home desalination systems, and bottled water. The Monroe County Health Department
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recognizes the public water supply as the only potable water source available on Key West. In addition to
managing the centralized public water supply system, the FKAA has the authority to regulate all potable
water supplies in the Keys, including alternative sources of water such as those mentioned above. Those
residences using a dual system of private and public water are required to use a reduced-pressure valve
to prevent water from back-flowing into the water supply system. Private wells in the freshwater lens in
the Surficial Aquifer are used for potable and nonpotable water. The number of people who use water
from wells in Key West for drinking or non-potable domestic purposes is unknown. The best estimate of
the number of people using local groundwater for domestic purposes is less than 500 people (IT
Corporation, 1994).

3.7 POPULATION AND LAND USE

The City of Key West, which is the county seat of Monroe County, has a residential population of 24,832
(USCBS, 1990). The principal industry is tourism with about 1,225,000 tourists visiting annually. The
Monroe County population (USCBS, 1990) is 78,024, and the average age is approximately 39 years.
The average household size is 2.30 persons. The median cost of housing is $164,000. Key West has five
elementary schools, two parochial elementary schools, one public high school, the Florida Keys
Community College, and May Sands Exceptional Center. There are 33 churches, one synagogue, and
two Florida Health System Hospitals (east and west) in Monroe County. Land use in the City of Key West

consists primarily of commercial and residential areas. Boca Chica is almost totally a military-use: area.
3.8 ECOLOGY

The NAS Key West complex includes areas that are completely developed, areas that are dominated by
exotic species such as Brazilian pepper (Schinus terebinthifolius) and Australian pine (Casuarina
equisetifolia), and areas of relatively undisturbed vegetation. The vegetation at NAS Key West can be
classified into five natural community types (FNAI, 1994); each of these is described below. Because of
the minimal topographic relief in the study area, the boundaries of these natural communities are often
areas of gradual change rather than distinct boundaries.

3.81 Natural Communities

3.8.1.1 Mangrove Swamp

Approximately 75 percent of the natural communities at NAS Key West can be classified as mangrove

swamp, also known as tidal swamp (FNAI, 1994). These areas are dominated by four plant species, red
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ove (Avidennia germinans), white mangrove (Laguncu
racemosa), and buttonwood (Conocarpus erecta). The relative abundance of each species varies greatly
from area to area. The density, average height, degree of canopy closure, and diversity of associated
herbaceous species also vary from site to site. Extremes in variation include hyposaline, shallow marl
sites supporting 0.5 to 1.5-meters (m)-tall “spider’ red mangroves; hypersaline dwarf black mangrove
associations; and euryhaline tidal areas on deep peat soils supporting well-developed mixed assemblages
of red/black/white mangroves with closed canopies 10 to 12 m tall and trees with diameters of

20 centimeters (cm) at breast height (FNAI, 1994).

Most of the mangrove vegetation at NAS Key West falls well between these extremes. The classic
zonation of red mangrove to biack mangrove to white mangrove to buttonwood along a seaward to
landward elevational and salinity gradient is evident in some areas, but absent at others. The majority of
mangrove swamps at NAS Key West are mixed mosaics of mangrove species that vary continuously over

a given area with regard to dominance.

Many terrestrial and aquatic vertebrate species are associated with mangrove swamp habitats. At least
220 species of fishes, 24 reptile and amphibian species, 18 mammal species, and 181 bird species (guilds
include 18 wading birds, 25 probing shore birds, 29 floating and diving water birds, 14 aerially searching
birds, 20 birds of prey, and 71 arboreal birds) inhabit mangrove swamp habitats in Florida (Myers and
Ewel, 1990).

An extensive mangrove swamp exists along the eastern edge of SWMU 1. A narrow fringe of mangrove

swamp habitat occurs along the water’'s edge at SWMUs 2, 3, and 9.

3.8.1.2 Coastal Rock Barren

An estimated 8 to 10 percent of the natural vegetation at NAS Key West can be classified as coastal rock
barren (FNAI, 1994). Coastal rock barrens are generally characterized as flat rocklands with much
exposed and eroded limestone, sparsely vegetated with stunted, xeric, and halophytic shrubs, cacti,
algae, and herbs. This community is often dominated by buttonwood in some form. It can vary from
bonsai-like sprawling shrubs less than 30 cm in height growing with two or three other stunted halophytes
on essentially bare rock pavement to erect, muiti-trunked 10-m-tall trees growing on deeper marls and
associated with a rich variety of xerophytic shrubs, trees, cacti, graminoids, and forbs. Typical species
include saffron plum (Bumelia celastrina), Christmas berry (Lycium carolinana), cat's claw (Pithecellobium
keyense), erithalis (Erithalis fruticosa), bay cedar (Suriana maritima), indigo berry (Randia aculeata), wild

dilly (Manilkara bahamensis), poisonwood (Metopium toxiferum), seagrape (Coccoloba uvifera), joewood
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(Jacquinia keyensis), rhacoma (Crossopetalum rhacoma), Spanish stopper (Eugenia myrioides), saltgrass
(Distichlis spicata), fimbristylis (Fimbristylis castanea), and Porter's broom spurge (Chamaesyce
porteriana var. scoparia). In these sites, the coastal rock barren becomes a relatively dense thorn scrub

thicket of sclerophyllous vegetation that typically includes epiphytic bromeliads and orchids.

At NAS Key West, coastal rock barren occurs in both the open pavement rockland form and in the deeper
marl thicket form. A wide range of forms of this community type at NAS Key West support populations of

various vascular plants and vertebrates.

Remnants of this habitat existed at SWMU 2 before the interim remediation conducted in the Spring of

1996. As a consequence, this habitat is currently characterized as upland/filled.

3.8.1.3 Rockland Hammock

Rockland hammocks are small patches of closed, broad-leaved forests that contain a large number of
evergreen and semievergreen tropical tree species. These hammocks occupy elevated, rarely inundated
areas. An estimated 10 percent of the natural vegetation on NAS Key West is occupied by rockland
hammock (FNAI, 1994). Rockland hammock exhibits considerable variation in floristics, structural
attributes, and relative dominance in canopy and understory composition. The rockland hammocks of the
lower Keys are generally two layered forests with a discontinuous emergent canopy of deciduous species
and a continuous evergreen canopy. There is no well-defined subcanopy shrub layer or ground flora.
Rockland hammock at NAS Key West generally has a discontinuous emergent layer consisting of
dry-season deciduous species such as Jamaica dogwood (Piscidia piscipula), poisonwood, or gumbo-
lumbo (Bursera simaruba). The evergreen continuous canopy layer typically consists of blolly (Pisonia
discolor), pigeon plum (Coccoloba diversifolia), Spanish stopper, white stopper (Eugenia exillaris), black
ironwood (Krugiodendron ferrum), willow bustic (Dipholis salicifolia), darling plum (Reynosia
septentrionalis), wild dilly, brittle thatch palm (Thrinax morrisii), torchwood (Amyris elemifera), and inkbark
{Exothea paniculata) (FNAI, 1994).

Rockiand hammock offers prime foraging areas for white-crowned pigeon and many wintering and
migratory passerines. During the spring and summer, hammocks provide foraging and nesting habitat for
black-whiskered vireos and mangrove cuckoos. Hammocks and hammock edges are generally good

habitat throughout the year for most of the terrestrial herpetofauna of the lower Keys (FNAI, 1994).

This habitat does not exist at the SWMUs under investigation in this study.
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Several plant communities that can be classified as coastal berm occur on NAS Key West. Approximately
4 percent of the natural plant communities can be classified as coastal berm (FNAI, 1994). Most typicaliy,
it occurs along the edges of shallow lagoons and consists of a low shell and marl ridge supporting plant
species such as joewood, bay cedar, erithalis, seven-year apple (Casasia clausiifolia), sea ox-eye daisy

(Borrichia sp.), sea grape, and saltgrass, among others (FNAI, 1994).

Another form of the coastal berm community at NAS Key West consists of deep storm-deposited marl and
shell ridges integrated into the coastal rock barren community. Typically, these small patches of coastal
berm appear as low ridges or hummocks covering the rocky pavement. They support a wide variety of
xeric thorn scrub species, particularly saffron plum, cat's claw, poisonwood, buttonwood, sea grape,
joewood, prickly pear cactus (Opuntia stricta), fimbristylis, and cordgrass (Spartina spartinae). These
marl/shell deposits support a wide variety of other species, depending on the degree of arboreal

development and the actual size of the patch (FNAI, 1994).

As habitat for vertebrates, coastal berm provides suitable foraging habitat for wintering and migratory
birds. During periods of spring high tides, coastal berm situated along lagoons is foraging or short-term
roosting habitat for a variety of wading birds. This lagoon edge community is used extensively by

raccoons (Procyon lotor) for foraging.

This habitat does not exist at the SWMUs under investigation in this study.

3.81.5 Beach Dune

Less than 1 percent of NAS Key West consists of a sandy beach association that can be classified as
beach dune (FNAI, 1994). None of these areas have well-developed dunes or dune vegetation. These
communities provide potential habitat, albeit of poor quality, for nesting sea turties and as seasonal
foraging areas for several wading bird species. The limited size of these beach areas at NAS Key West,

however, makes it probable that vertebrates populations using them will be small.

This habitat does not exist at the SWMUs under investigation in this study, but narrow beach dunes occur
along Boca Chica Road immediately south of SWMU 1.
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3.8.2 Wildlife

As expected, wildlife species at NAS Key West vary considerably depending on the habitat. In developed
areas of the base, wildlife species are limited primarily to birds that are associated with urbanized areas.
On the other hand, a variety of species use the relatively undisturbed habitats (particularly mangrove

swamps and lagoons).

An 11-month field study (FNAI, 1994) observed 126 species of birds at NAS Key West. As many as 300
species of birds might use habitats on the base either as migrants or as residents (Schuetz, 1996). Brown
and Root Environmental (B&R Environmental) biologists have observed several species of ducks and

wading birds in lagoons during the present study.

Four snake and three lizard species were observed during the 11-month FNAI study (FNA!, 1994); the
black racer (Coluber constrictor), red rat snake (Elaphe guttata guttata), Eastern diamondback rattlesnake
(Crotalus adamanteus), rough green snake (Opheodrys aestivus), Florida Keys mole skink (Eumeces
egregius egregius), Carolina anole (Anolis carolinensis), and brown Cuban anole (A. sagrei). The
endangered Eastern indigo snake (Drymarchon corais couperi) has been observed previously (FNAI,
1994); this and other reptiles and amphibians undoubtedly occur on the base.

Very few mammal species occur on NAS Key West and in the lower Florida Keys. Only three native
mammal species were observed during the Florida Natural Areas inventory (FNAI) study (FNAI, 1994);
the Lower Keys marsh rabbit, the raccoon, and the opossum (Didelphis virginianus). Raccoons are
abundant and widespread on the base and opossums are uncommon.

The low species diversity of mammals is presumably due to the relatively harsh natural ecological
conditions in the Keys (i.e., poor soils, scarcity of fresh water). In addition, natural habitats have been
extensively altered or destroyed by humans, so remaining naturai habitats occur in small isolated patches.

The invasion of exotic species such as Australian pine has also significantly altered many natural areas.

Few mammal species exist in the Key West area. Carnivorous mammais at NAS Key West are limited to
raccoons and feral cats. There are no moles and shrews on the base, and few rodent species occur
there. Neither the eastern harvest mouse (Reithrodontomys humulis) nor the cotton mouse (Peromyscus
gossypinus), both common in most of Florida, occur on the base. Native terrestrial mammails on the base
appear to be limited to raccoons, marsh rabbits, opossums, and possibly cotton rats (Sigmodon hispidus).
Silver rice rats (Oryzomys argentatus) have been recorded on Saddlebunch Key, but not on Boca Chica

Key, in spite of extensive trapping efforts (FNAI, 1994). Three exoctic rodents also occur on the base; the
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Norway rat (Rattus norvegicus), black rat (Rattus rattus), and house mouse (Mus musculus) (Frank, 1996;
Schuetz, 1996).
3.8.3 Water Quality and Fish

3.8.3.1 SWMU 1

Water quality measurements and fish samples were taken at three small (approximately 40 to 80 feet long
by 15 feet wide by 2 to 3 feet deep) ponds (water-filled borrow pits) in the mangrove swamp just east of
the excavated portion of SWMU 1. The water in the ponds was turbid and coffee-colored, and the pond
bottoms were dark organic muck. When field personnel waded through the ponds, disturbing the bottom
sediments, the odor of fuel oil was strong. The water in the ponds was brackish, with salinities ranging
from 23.7 parts per thousand (ppt) to 24.0 ppt during the January 24, 1996, visit. On the basis of these
salinity measurements, the ponds would be characterized as "mixohaline," or more specifically
“mixo-polyhaline,” according to the classification system of Reid (1961). For comparison, the salinity of
sea water is normally around 35 ppt, and the salinity of most inland (surface) waters ranges from 0.1 to
1.0 ppt (Reid, 1961; Wetzel, 1983). Conductivily measurements at this location ranged from 37.3 to

37.5 millisiemens per centimeter (mS/cm); as expected, conductivity was closely related to salinity.

Dissolved oxygen measured 0.5 mg/L at the southernmost SWMU 1 pond on January 24, 1996, too low to
support most fish and aquatic life. Odum et al. (1982) notes that surface water associated with
mangroves is characteristically turbid, dark colored (stained with organic acids and tannins), and low in
dissolved oxygen. Mangrove ecosystems tend to act as nutrient (especially nitrogen and phosphorus)
sinks and consumers of oxygen. Odum et al. suggests that nutrients are removed and oxygen consumed
by a combination of organic detritus on the surface of sediments, the fine root systems of mangroves,
small invertebrates, and bacteria and fungi on all these surfaces. As a result, dissolved oxygen
concentrations in mangroves are often "below saturation, typically 2 to 4 ppm (mg/L) and...near zero in

stagnant locations.”

Based on January 1996 fish sampling, the SWMU 1 ponds support healthy populations of several small,
hardy fish species [e.g., sheepshead minnow (Cyprinodon variegatus), sailfin molly (Poecilia latipinna),
crested goby (Lophogobius cyprinoides), and fat sleeper (Dormitator maculatus)] that are able to tolerate
high water temperatures and low dissolved oxygen levels. All four fish species are characteristic of south

Florida tidal creeks and mangrove swamps (Odum et al., 1982).
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Odum et al. (1982) describes isolated mangrove wetlands (seasonally flooded pools, similar to those at
SWMU 1) as particularly harsh environments "which few species of fishes can tolerate." Dissolved
oxygen concentrations are frequently low (1 to 2 mg/L) in these wetlands, and hydrogen sulfide levels can
be high. The fish families best adapted to this kind of habitat are the euryhaline cyprinodonts (killifishes,
including the sheepshead minnow) and the poecilids (livebearers, including the sailfin molly). While the
species richness of fishes in these isolated mangrove wetlands is low, the densities of fish are often
surprisingly high (Odum et al., 1982).

3.8.3.2 SWMU 2

Water quality measurements and fish samples at SWMU 2 were taken from a ditch that is approximately
500 feet long and a 15-acre lagoon at the east end of the ditch. Water temperatures in the ditch, which
was 3 fo 4 feet deep, approximately 12 feet wide, and overgrown with mangroves, ranged from
21.1 degrees Centigrade (°C) to 23.8°C. Dissolved oxygen concentrations ranged from 2.0 to 2.35 mg/L
at the time of the site visit. As noted above, dissolved oxygen concentrations in waters flowing though
mangroves are often low, particularly in areas like the ditch at SWMU 2 where there is limited water
circulation. There was a distinct odor of fuel oil/petroleum in the bottom sediments of the ditch. Although
the water temperature in the adjoining lagoon was comparable (23.2°C), the dissolved oxygen
concentration was much higher, 7.3 mg/L. This was probably due to wind-induced mixing and aeration of

water in the open waters of the lagoon and (to a lesser degree) photosynthetic oxygen production.

Salinities ranging from 9.2 to 9.6 ppt in the SWMU 2 ditch were closely related to specific conductance.
Specific conductance and salinity in the lagoon were slightly lower, 15.0 mS/cm and 8.7 ppt, respectively.
Three of four pH readings in the ditch at SWMU 2 were 7.4 or higher, while one was considerably lower at
6.5. This anomalous pH measurement is difficult to explain and may be the result of an instrument
malfunction or a transcription error. Dissolved oxygen levels in the ditch at SWMU 2 were low in January
1996, ranging from 2.0 to 2.35 mg/L, which is generally too low to support a balanced biological
community of aquatic organisms. However, the ditch contained numerous large mullet, tarpon, and
ladyfish, all of which appeared to be healthy and well nourished. Fish are able to move freely between the
ditch and the adjoining lagoon, and thus can move into the lagoon when temperatures in the ditch are too
high or oxygen levels too low.

3.8.3.3 SWMU 3

The 16-acre lagoon at SWMU 3 does not have a direct outlet to the Atlantic Ocean but almost certainly

receives water from the ocean as a result of infrequent wind-generated (storm) tides. This lagoon, like the
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lagoon at SWMU 2, can be classified as mesohaline (mixo-mesohaline), with salinities ranging from
7.1 ppt to 8.4 ppt. Dissoived oxygen concentrations showed considerable variation from area to area
within the lagoon, ranging from 2.1 mg/L to 7.58 mg/L. Dissolved oxygen levels were highest in shallow,
sunlit weedy areas and lowest in shaded mangrove areas, suggesting that photosynthetic oxygen
production contributed to the higher levels. Fish collected at this location were generally hardy
minnow-like species such as sailfin molly and sheepshead minnow, probably because the lagoon is
shallow (approximately 2 feet deep) and unshaded and would be subject to high water temperatures in
most months of the year. The only exception was a juvenile American eel caught in a minnow trap.
Several days of gill netting produced no larger fish, and none were seen by field personnel in the clear

shallow water of the lagoon.

3.8.34 SWMU 9

SWMU g, the only sampling location with a direct connection to open ocean (the Gulf of Mexico), had a
salinity measurement of 26.0 ppt ("mixo-polyhaline”} and a corresponding specific conductance of
41.0 mS/cm. Water temperatures varied little from sampling location to location (21.0 to 22.0°C) and
dissolved oxygen concentrations ranged from 4.1 to 4.9 mg/L. These dissolved oxygen levels are
sufficient to support a balanced community of aquatic organisms. Mangrove (flat tree) oysters were
abundant at this location and were collected in leu of fish because fish are able to move freely in and out
of the area and are less likely to be affected by activities at the SWMU 9 jet engine test cell.

3.84 Endangered and Threatened Species

Tables 3-1 and 3-2 list Federal and state-listed endangered and threatened species recorded at NAS Key
West (FNAI, 1994). A few listed species not recorded on the Tables 3-1 and 3-2 lists undoubtedly occur
on the base but have not been reported to FNAI. For example, several listed sea turtle species
occasionally use beaches in the Key West area (IT Corporation, 1994). The Florida tree snail (Liguus
fasciatus), listed as a Species of Special Concern (SSC) by the Florida Game and Fresh Water Fish
Commission (FGFWFC), the Stock Island tree snail (Orthalicus reses) listed as endangered by the
FGFWFC and threatened by the United States Fish and Wildlife Service (FWS), and the mangrove rivuius
(Rivulus marmoratus), listed as a SSC by FGFWFC, might occur in the area (Deyrup and Franz, 1994;
Gilbert, 1992).
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TABLE 3-1
ENDANGERED AND THREATENED ANIMAL SPECIES KNOWN TO OCCUR
AT NAS KEY WEST (FNAI, 1994)
NAS KEY WEST
Designated Status
Common Name Scientific Name FGFWFC | US FWS
Fish
[ Key silverside | Menidia conchorum T | |
Reptiles
Eastern indigo snake Drymarchon corais couperi T T
Red rat snake Elaphe guttata guttata SSC -
Florida Keys mole skink Eumeces egregius egregius SSC
Birds
White crowned pigeon Columba leucocephala T
Little blue heron Egretta caerulea SSC
Reddish egret Egretta rufescens SSC
Snowy egret Egretta thula SSC
Tricolored heron Egretta tricolor SSC
White ibis Eudocimus albus SSC
Bald eagle Haliaeetus leucocephalus T 1
Osprey Pandion haliaetus SSC -
Brown pelican Pelecanus occidentalis SSC -
Least tern Sterna antillarum T -
Roseate tern Sterna dougallii T T
Mammals
Silver rice rat Oryzomys argentatus E E
Lower Keys marsh rabbit Sylvilagus palustris hefneri E E
Florida manatee Trichechus manatus E E
Notes: E = Endangered.
T = Threatened.
SSC = Species of special concern.
- = Not Listed.
FGFWFC = Florida Game and Fresh Water Fish Commission.
US FWS = U.S. Fish and Wildlife Service.
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TABLE 3-2
ENDANGERED AND THREATENED PLANT SPECIES KNOWN TO OCCUR
AT NAS KEY WEST (FNAI, 1994)
NAS KEY WEST
Designated Status
Common Name Scientific Name FDA US FWS
Blodgett's wild mercury Argythamnia blodgettii E -
Locustberry Byrsonima Lucida E -
Porter's spurge Chamaesyce porteriana E -
Geiger tree Cordia sebestena E -
Rhacoma Crossopetalum rhacoma E -
Wild cotton Gossypium hirsutum E -
Manchineel Hippomane mancinella E -
Joewood Jacquinia keyensis T -
Bahama brake Pteris bahamensis E -
West Indies mahogany Swietenia mahogani E -
Brittle thatch palm Thrinax morrissi E -
Florida thatch palm Thrinax radiata E -
Banded wild pine Tillandsia flexuosa E -
Worm-vine orchid Vanilla barbellata E -

Notes: E = Endangered.
T = Threatened.
- = Not Listed.

FDA = Florida Department of Agriculture and Consumer Services.
US FWS = U.S. Fish and Wildlife Service.
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B&R Environmental biologists observed several listed species during the present study. For example, an
active bald eagle nest was observed approximately 0.5 mile southwest of SWMU 2. Wading birds,
including little blue herons, snowy egrets, tricolored herons, reddish egrets, and white ibis were observed
foraging in lagoons and ditches. Ospreys were commonly observed, and three nesting pairs have been
recorded on the base (FNAI, 1994). White crowned pigeons were commonly observed in flight at various
locations. The Lower Keys marsh rabbit is known to occur near SWMU 1 and SWMU 2.

AIK-OES-96-5912 3-17 CTO 0007



o,

Rev. 2
07/21/97

4.0 SOLID WASTE MANAGEMENT UNITS

4.1 SWMU 1 - BOCA CHICA OPEN DISPOSAL AREA

This section describes the site-specific evaluation of data for Solid Waste Management Unit (SWMU) 1. It
discusses previous investigations conducted at the site, Resource Conservation and Recovery Act
(RCRA) Facility Investigation/Remedial Investigation (RFI/RI) rationale, site geology and hydrogeology,
nature and extent of contamination, contaminant fate and transport, baseline human health risk

assessment, and ecologicai risk assessment. Section 4.1.9 presents recommendations for SWMU 1.

4.1.1 Unit Description

This site, designated as Site No. 4 in the 1987 Geraghty and Miller Study and the 1991 RI, consists of a
former open disposal and burning area in the southeastern part of Boca Chica Key, between Stone Road
and the mangrove swamp fringing Geiger Creek and the Atlantic Ocean as shown in Figure 4-1. it was
operated from 1942, when the Naval Air Station (NAS) activity was established on Boca Chica, until the
mid-1860s. SWMU 1 reportedly received general refuse and waste associated with aircraft maintenance
activities. The list of possible wastes it received includes waste oil, hydraulic fluid, paint thinner, and
solvents. An estimated 2,600 tons of waste were disposed of or burned each year. Three abandoned
aboveground fuel storage tanks were in the northwestern part of the site. The area of waste disposal and

burning (approximately 4 acres) is indicated by debris present near the eastern edges of the site.

SWMU 1 is relatively flat with low vegetation and mangroves along its perimeter. Shell and gravel roads
along the edge of the site enabled access to remote antenna sites that are no longer in use, although the
site is adjacent to an operating communications center. The south and east sides of SWMU 1 are
bordered closely by the Atlantic Ocean. It is not unusual for much of the unit to be under water during and
after rainfall events. The site slopes gradually toward the mangrove swamp that lies between the site and
the ocean shoreline. Sediments that originate from erosion of the site surface are deposited in the
mangroves.

4.1.2 Site-Specific Investigations

This section presents a summary of the results from the investigations that have been conducted at

SWMU 1 through the Spring of 1996. Previous investigations are considered to be all investigations that
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were conducted prior to the Supplemental RFI/RI in January 1996. Current investigations include the
Supplemental RFI/RI conducted by Brown & Root (B&R) Environmental and confirmational sampling
conducted by Bechtel Environmental, Inc., (BEIl) after the interim remedial action that was conducted
during the Spring of 1996.

4.1.21 Previous Investigations

Section 1.3 summarizes previous investigations at NAS Key West. This section provides more details
regarding the investigations conducted before January 1996 at SWMU 1.

41211 Initial Investigation

in 1986, four shallow groundwater monitoring wells (KWM-05 through KWM-08) were installed by
Geraghty and Miller during an initial investigation to depths of 10 to 12 feet at the perimeter of the burn
area. The analytical results listed the range of total dissolved solids from 24,000 to 42,000 parts per
million (ppm). Acid extractables, pesticides, and polychlorinated biphenyls (PCBs) were not detected
above analytical method detection limits in these samples. Several volatile organic compounds (VOCs)
were detected in concentrations at or below 16 parts per billion (ppb); total xylenes were detected at
35 ppb. In addition, several base-neutral extractable compounds were detected in concentrations of less
than 10 micrograms per liter (ug/L). Naphthalene was detected at 34 ug/L in one groundwater sample. Of
the metals analyzed, concentrations of mercury (65 pg/L), copper (60 ug/L), and arsenic (10 pg/L) were
above detection limits.

41212 Preliminary Remedial Investigation

In 1990, IT Corporation conducted a Preliminary Rl at the site that included the installation of five
monitoring wells (MW4-1 through MW4-5) and sampling of the groundwater, soil, surface water, and
sediment. Analysis for VOCs in the selected media was conducted under both Appendix IX and Target
Compound List (TCL) analysis. VOCs in soil and sediment samples were not found above the project-
specific action limits. Polynuclear aromatic hydrocarbons (PAHs) were found in one sediment sample. In
addition, VOCs were not detected in any surface-water samples, but 1,2-dichloroethene (DCE) was
detected in one groundwater sample slightly above the action limits. Metals were detected in some
surface or groundwater samples. Aroclor-1260, dichlorodipheny! dichloroethane (DDD), dichlorcdiphenyl
trichloroethane (DDT), dichlorodipheny! dichloroethylene (DDE), and heptachlor epoxide were detected in
soil samples, but only concentrations of heptachlor epoxide and Aroclor-1260 were significant. Sediment
samples contained levels of aldrin and heptachior.
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IT Corporation conducted an:RFI/RI at SWMU 1 in 1993 which included the installation of two new
monitoring wells (STMW-1 and STMW-2). The RFI/RI report (IT Corporation, 1994) concluded that the
waste handling performed on the site, including burning and open disposal, caused impacts to the
environment. Both organic and inorganic chemicals were present in samples collected from groundwater,
surface water, soil, and sediments. Groundwater samples contained antimony, chrysene, cyanide, lead,
mercury, and vinyl chloride at concentrations exceeding standards. Hence, these chemicals were
designated as chemicals of concern (COC) at SWMU 1. The monitoring wells at the north end of
SWMU1 did not contain compounds at concentrations greater than the standards. The report also
concluded that there are no human health risks above the level of concern, although human health risks

could occur if the groundwater is used as a potable water source.

Soil samples S1SB-3, S1SB-4, and S1SB-5 contained chemicals at concentrations greater than
background levels. Only the sample collected at S1SB-4, however, contained concentrations exceeding
the standards for more than one compound. A sample collected from S1SB-3 contained lead in the
Toxicity Characteristic Leaching Procedure (TCLP) extract at 19,600 ug/L. This concentration of lead

indicated that the soils in this area would be classified as hazardous waste.

Copper, lead, mercury, and zinc concentrations in the surface-water sample collected at S1SS-1
exceeded the standards. Sediment samples collected at S1SS-1, $1SS-2, and S1SS-3 contained
chemicals of potential concern (COPC) above background. Several pesticides, PAHs, and metals

exceeded the standards for sediment and were classified as COCs.

41214 Delineation Sampling

In 1995, BEI performed delineation sampling on a staggered 50-foot grid pattern (BEl, 1995a). Lead
exceeded the sediment quality cleanup criteria at many of the sampling locations. However, a TCLP
analysis found that three samples containing the highest levels of lead would not be classified as

hazardous waste.
4.1.2.2 Current Investigations
The scope of the Supplemental RFI/RI at SWMU 1 is summarized in Section 4.1.3.1. In addition to the

results from the Supplemental RFI/RI, additional data was obtained from the confirmational sampling

conducted by BEI after the interim remedial action in February and March of 1996. This data was
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accepted and used in the analyses for SWMU 1 to provide comprehensive analysis of data for making
decisions about SWMU 1. Data from the confirmationa! sampling were not validated, which adds some

conservatism to the analyses performed.

41.3 RCRA Facility Investigation Rationale

This section presents the reasons for conducting the Supplemental RFI/RI activities at SWMU 1.
Section 4.1.3.1 discusses the scope of the field work performed in January 1996; Section 4.1.3.2
discusses the analytical parameters.

41.31 Scope of Field Investigation

Supplemental field activities at SWMU 1 included surface soil sampling to characterize background
conditions, surface-water and sediment sampling to delineate further the contaminants detected in earlier
activities, the installation of four monitoring wells (STMW-3 through S1MW-6), and groundwater sampling
to characterize background conditions and verify previously detected contamination. Because the site
adjoins wetland areas and previous work had sufficiently characterized surface soil in the disposal area,
the investigation restricted soil sampling to off-site, noninundated areas that required characterization
along the boundary of the disposal area for use in background comparison. Part of this requirement was
satisfied during the delineation sampling (BEI, 1995a).

Surface-water and sediment samples were collected along the disposal area perimeter where the extent
of contamination had not been sufficiently delineated, particularly within the mangroves to the
south-southeast of the main disposal area. Some of the surface-water and sediment sampling was
performed during the delineation sampling, but additional locations were proposed to satisty RFI/RI
program objectives.

Groundwater sampling was conducted to characterize background (hydraulically upgradient) groundwater

quality and areas hydraulically downgradient as necessary, particularly with respect to lead, mercury,

cyanide, vinyl chloride, and chrysene. A monitoring well hydraulically upgradient from the site was

installed to characterize background groundwater quality.
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4.1.3.2 Analytical Parameters

All SWMU surface soil, sediment, and tissue samples were analyzed for the following parameters:

» Appendix IX Organics [VOCs, semivolatile organic compounds (SVOCs), pesticides, and PCBs]
o Target Analyte List (TAL) metals

¢ Cyanide

In addition, the SWMU 1 groundwater samples were analyzed for the following parameters:

» Appendix IXVOCs and SVOCs

o TAL metals
¢ Cyanide
414 Geology and Hydrogeology

The regional geology and hydrogeology of the Florida Keys are presented in Sections 3.4 and 3.5. The
site-specific geology and hydrogeology of SWMU 1 were determined from soil borings and monitoring

wells installed during the Preliminary RI, the RFI/FI, and the Supplemental RFI/RI.

4.1.41 Geology and Soils

The material encountered during the soil borings and the installation of the monitoring wells consisted of
fill overlying natural oolitic limestone. At SWMU 1, the fill material was encountered at the ground surface
and ranged to 8 feet below land surface (bls). Specifically, the fill material was composed of sand and
gravel mixed with silt, reworked crushed oolitic limestone, and shell fragments. Natural oolitic limestone
and limestone/sand mixtures encountered below the fill continued to boring termination in all monitoring
wells. The standard penetration test (SPT) blow counts recorded during soil boring shows that the
limestone beneath the fill is of medium density.

Geotechnical data were obtained from a composite soil sample collected during the Preliminary RI. This
sample was collected from MW4-1 at 0 to 2 feet bls. Geotechnical data included grain size distribution,
moisture content, soil pH, cation exchange capacity, total organic carbon (TOC) content, and permeability.
Grain size analysis indicates the soil is a poorly sorted medium- to coarse-grained sandy gravel with fines.
The soil has a pH of 7.50 and a cation exchange capacity of 35.74 milliequivalents per gram (meq/g),

indicating the medium has a relatively low ability to capture and retain cations. The TOC value of
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1.04 milligrams per kilogram (mg/kg) indicates minimal organic matter to attenuate contaminants. The
permeability value of the soil is 2.29E-06 centimeters per second (cm/sec), which is representative of low-

permeability materials.
4.1.4.2 Hydrogeology

Fifteen monitoring wells have been installed at SWMU 1 (see Figure 4-2). Four wells were installed during
the Initial Investigation, five wells during the Preliminary R, two wells during the RFI/RI, and four wells
during the Supplemental RFI/RI. The monitoring well installation and construction logs for the
Supplemental RFI/RI wells are included in Appendix | (Boring Logs) and Appendix K (Field Data Forms).
The indigenous material encountered below SWMU 1 consists of compacted fill overlaying oolitic
limestone. The Preliminary RI reports that oolitic limestone is expected to have hydraulic conductivity
values at the higher end of the range from 72 gallons per day per square foot (gpd/ft®) to 1,024 gpd/ft®,

whereas the compacted fill is expected to represent the lower end of the stated values.

During the 1993 RFI/RI, IT Corporation indicated that the direction of groundwater flow was from the west
of the unit toward the mangroves, Geiger Creek, and the Atlantic Ocean to the east of the unit. The
hydrauiic gradient of groundwater flow at SWMU 1 was 0.0009 feet per foot (ft/ft). The groundwater flow
direction was consistent throughout the 5-week monitoring period of groundwater elevations for the unit.
Groundwater elevation data collected during the Preliminary Rl in August 1990 depict the groundwater
fiow direction to be consistent with that presented in the 1993 RFI/RI. Groundwater level measurements
collected on January 30, 1996, were generally consistent with the easterly flow previously observed.
Groundwater levels are generally a foot bls. The average groundwater elevations shown in Figure 4-2
indicate the groundwater flow observed at the unit.

The Preliminary Rl determined that ocean tides influence groundwater levels at the site. During the
RFI/RI, pressure transducers were attached {o data logging devices and installed at monitoring wells
KWM-7 and MW4-5 to monitor hourly changes in groundwater levels due to tidal fluctuations. A
comparison of groundwater-level fluctuations with actual sea-level fluctuations obtained from the tide
tables indicated a time lag of three hours between the water level fluctuations at the well closest to the
shoreline (KWM-7) and the inshore well (MW4-5). This time lag for fluctuations to travel a distance of
900 feet is indicative of a highly transmissive hydrogeologic environment. Although the groundwater at the
site is tidally influenced, no ambiguity was determined in the direction of groundwater flow (from
monitoring during the Preliminary Rl and RFI/RI), which was observed to flow from the unit toward the
ocean.
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41.5 Nature and Extent of Contamination

The nature and extent of contamination were investigated by analyzing samples from soil, sediment,
surface water, and groundwater in the vicinity of the Open Disposal Area. The results of these analyses
were compared with applicable or relevant and appropriate requirements (ARARs) or screening action

levels (SALs) that were most restrictive for a given chemical in the given media, listed in Section 2.3.1.

This section focuses primarily on chemicals that exceeded the most conservative ARAR/SAL criteria. The
discussion is accompanied by figures which show the concentrations of certain contaminants of interest
(COIs). The COls were selected based on the criteria presented in Appendix G, Section 3.1.3.2.
Appendix L contains the analytical results for samples obtained during the January 1996 Supplemental
RFL

41.51 Soil

Chemicals that were detected in surface and subsurface soil samples are listed in Tables 4-1 and 4-2.
These tables include analytical results from historical sampling and the Supplemental RFI/RI. The results
from duplicate samples are averaged in Table 4-2. Semivolatiles and metals accounted for most of the
chemicals found in the soil at the Open Disposal Area. In general, metals were found throughout the site,
while semivolatiles were limited to the northeastern and southwestern portions. Figure 4-3 shows the
occurrence of compounds that exceeded ARARs or SALs and indicated soil contamination. Data from a
number of sampling efforts, including the 1995 BEI delineation study, the 1996 BEI confirmatory study, the
1990 IT Corporation RI, the 1993 IT Corporation RFI/RI, and this 1996 Supplemental RFI/RI, were
considered in the analysis of contamination at SWMU 1. The bulk of the data came from BEI and from
sampling associated with this Supplemental RFI/RI. However, most of the BEI soil samples, those from
south of the Stone Road and in the vicinity of the excavated area on Figure 4-3, were tested only for lead.
These were also the only locations where subsurface soil was analyzed. Sediment samples were used to
obtain a more complete characterization of contamination in this region of the site.

To be conservative, contaminant levels discussed in this section were compared to the most restrictive
criteria from several sets of ARARs and SALs, including Oak Ridge National Lab (ORNL) Benchmark
Toxicity Values (BTVs), U.S. Environmental Protection Agency (EPA) Region Il Biotechnical Assistance
Group (BTAG) BTVs, proposed RCRA Subpart S Action Levels, Residential/Preliminary Rernediation
Goals (RPRGs), Florida Department of Environmental Protection (FDEP) Residential Cleanup Goals, and
FDEP Industrial Soil Cleanup Goals. For reference, these criteria are presented in Table 2-3.
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CONTAMINANTS DETECTED IN SUBSURFACE SOIL AT SWMU 1
NAS KEY WEST

TABLE 441

|  Location Date | Parameter | Result [Qual®™ ]
METALS Ik

N-14 07/26/95 Lead 2 EN
u-14 07/26/95 Lead 172 EN
P-14 07/26/95 Lead 141 EN
N13 07/29/95 Lead 73.2

U-15 07/26/95 Lead 71.5 EN
P-15 07127195 Lead 61.1 EN
R-13 07/26/95 Lead 243 EN
P-13 07/26/95 Lead 23.3 EN
R-14 07/26/95 Lead 18.2 EN
P-12 07/26/95 Lead 11.5 EN
S-14 07/26/95 Lead 6.7 EN
S-15 07/27/95 Lead 6.2 EN
S-15 07/27/95 Lead 5 EN
L-16 07/26/95 Lead 0.92 EN

Shading indicates a concentration in excess of the most restrictive ARAR or SAL

criteria (see Table 2-3).

Rev. 2
07/21/97

1 Refer to the lab data sheets from the appropriate investigation for an explanation of
the qualifier codes. Appendix L of this report contains the data sheets for samples
analyzed in conjunction with the Supplemental RFI/RI. Data sheets from previous
investigations can be found as follows: Appendix C of the 1987 Geraghty and Miller
Verification Study, Appendix G of IT's 1991 RI Report, Appendix | of the 1994 RFI/RI
Report, and Appendices 1, 2, and 3 of the 1995 BEI Delineation Study.
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TABLE 4-2
CONTAMINANTS DETECTED IN SURFACE SOIL AT SWMU 1
NAS KEY WEST
PAGE 1 OF 6
Location Date Parameter Result l Qual.t! | Location Date Parameter Result [Qual.™
INORGANICS (mg/kg) S1S8S-6 01/13/96 [Cadmium 4.3
V16 07/27/95 |Cadmium 35 EN*
S18S-5 01/13/96  |Cadmium 2.8
H25 07/29/95 |Cadmium 1.85
u19 07/27/95 {Cadmium 0.96 EN*
H25 07/29/95 |Calcium 362,000
V16 07/27/95 [Calcium 342,000
U19 07/27/95 |Calcium 340,000
8188-7 01/13/96  |Antimony 21.7 S18S-6 01/13/96 |Calcium 330,000
V16 07/27/95 |Antimony 3.1 B $188-7 01/13/96  |Calcium 321,000
H25 07/29/95  |Antimony 2.3 B S18S-5 01/13/96 |Calcium 305,000
U19 07/27/9 Antimony 1.3 B S18B-5 05/93 Calcium 255,000

B .

§188-5 01/13/96  |Barium 40.3

V16 07/27/95  |Barium 28.2 E

§185-6 01/13/96  |Barium 217

H25 07/29/95 |Barium 17.7 B

S1SB-5 05/93 Barium 14.4 B

u19 07/27/95 [Barium 13.6 BE
MwW4-5 09/19/90  [Barium 97 B

S18S-7

01/13/96

Cadmium

H25

07/29/95

Cobalt

§188-7 01/13/96  |Cobalt 46

S18S-5 01/13/96  |Cobalt 1.8

V16 07/27/95 1Cobalt 1.2 B

§1SS-6 01/13/96  |Cobalt 0.53

u19 07/27/95 |Cobalt 0.47 B
0.45 B
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